








Handie o9 | DIPLOMAT CASE

This case differs from the one on page 62 only by using a
il squared gusset and handle assembly. A full size gusset pattern
£ is on the opposite page. . .case dimensions are below.

GOUGES, ON
FLESH SIDE

BURNISH
THIS EDGE

D S e Cut out gussets. Make all gouges as shown on the pattern.
o See below * Moisten gussets and make all folds (above) same as steps 2, 3,
on page 62.

Fold edges and bottom
up. Allow to dry.

R_SHOULD BE FLUSH

Continue as in steps 6, 7, 8, on page 62. Here,

cuts (A) must fit tight together when rolling

between the bottom gouges c(/' 7S\ ___ the case. If gusset extends, at front edge, trim and re-burnish.

of the case. - Gusset top should be about %" from the first fold gouge at
BOTTOM GOUGES  the top of the case.

Apply cement to edges
of gussets and case. Begin
adhering bottom of gusset

If you do not wish
to install a zipper, the

Now fold flap over and Measure for the center divider, top of the divider can be
mark position of case the same as in step 11 on page 63. left open (above).
lock, Continued on opposite page.
ALTERNATE
—_ N — gl DIVIDER
T N sewne st SUGGESTIONS
| : CHANNEL. o’
| | | : FLAP TOFP
: I S .
] | : |
\
CUTTING PATTERN ® Vgl ﬂ
= puf 6/7 oz, COWHIDE 2 S %}
- Q e e .
i 2 | | | | -
3 I | : v
: 2 Gouge ALL | : TR
=== TBROKEN ~—
1 N LINES \r\yl 1" . . .or, a flap can be ex-
3 | | RADWS tended from the back
SEWING ' 1y piece to fold over the
: CHANNEL \_“‘: : b >/| divider opening.
fe— 102" —-»-1 1%" |-(—-—jo% -———»JMF f—<—3/a
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LEATHER

: FF END
TraBs SKIVE © ENDS

OF TABS, TO STAY
WITHIN GOUGES

POSITION OF
SLoTs IS
DETERMINED
BY YOUR
HANDLE
ASSEMBLY .

28
-
\L' :
gt
i

Remove gussets from the case. Center the
position of the handle on the top, and
punch two slots to accommodate the tabs.

TOoP
GOUGES

TAB

FRENCH EDGE TOOL RECESS

FADE oUT HANDLE

s g
GOUGED AREAS & TABS
AT THE SIDES

STIFFENER

DIPLOMAT CASE

CONTINUED

Pull tabs tightly inside
case. Fold outand glue down.
Cut a top stiffener from 9/10
oz, cowhide to dimensions shown.

This will glue to the top, covering the
tab ends.

» K %"

10 Now. . .glue the stiffener to
the top as shown, just inside

of the gouges. Tab recessions
should fit over the tabs. Tap with

hammer to insure good adhesion.
CASE CATCH
N ZIPPER
Turn stiffener flesh side up and gouge recesses correspond- (" f__i g 5 f_

ing to the positions of the tabs. Make cuts, or gouges, at
the sides to aid in gouging out the recesses (above). When
glued over the tabs, this makes a smooth appearance inside.

11

Sew the center divider ex-
actly as instructed in steps
17 and 18, page 63.

13 . After the case is fitted
together, gouge sewing channels
all around, inside of the gussets.
Sew the case together. . .burnish
all of the edges.

CRAFTOOL
\ s7/TCHING GROOVER

SPECIAL NOTE :

These lines continue straight
. . .to join lines at the top of
the page, completing the
pattern.

W
GUSSET PATTERN
— ACTUAL SIZE )y

CUT FROM 4 oz. COWHIDE

OF CASE

\ . BACKPLATE,
" OF CASE 2
Lock  ~>\pa\

’," Install the lock components to

/ the case. Cement the gussets in

the case as instructed in steps
3 and 4.

If the case is to be leather lined,
do so before this step. The top
edge of the front should be
sewn and burnished before
assembly. . .as it will be easier!
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B BRIEF CASE | Accordian Gusset

\ X [ Three versions of this case are shown. All are made with the same
B R e e gusset construction, though the sizes and flap styles varied to accom-

modate customer’s desires. These cases are designed for rugged, long
lasting service. Our personal case (lower right) has been in service for
over 20 years and is still in excellent condition.

Specific patterns are given for one of the cases. You can alter them in
any way you wish, once you understand the construction techniques.
The top, at handle assembly, is reinforced with a piece of 1/8" strap
iron. Make the case from 7/8 oz. or 8/9 oz. cowhide. Use 1% oz. or
2 oz. lining leather. This should be of vegetable tannage, so the edges
will burnish after sewing the case.

Interior view showing how your personal trade mark can be
sewn to the lining. Flap covers customer’s name on the front.

ettt g g

......_._,.____,,___,_‘__

T e

/ Closed gusset shows This case shows versatility of the flap decoration. Here
thinness of case. the flap is extended to include the oval, circling the lion.
! The oval is cut from a separate leather. Carving designs
gl e T il from: "Pictorial and Figure Carving Finesse”.

’

Rope border contains design in free-style effect. Cattle designs
in “Figure Carving Finesse’; other publications. Alphabet
from: “"Top 20",

Expanded gusset illustrates
the case’s carrying capacity.

A further variation is shown with the overlayed horse

: J
alle: = shoe and embossed horse head. This case features a full
" . . . 2 CASE SIZE : carved design, enhanced by a buckstitched border. Rose
Back view illustrates how a simple design can enhance a plain " . Fiiin
surface. Pine Cone design from: “Inverted Leather Carving'. APPROXIMATELY patterns are available in many books and publications.
Making ropes: “Figure Carving Finesse’’, 13“ X 17V X 6"
HANDLE No. 12
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BRIEF CASE Accordian Gusset — Continued

The patterns for this case are given on this page.
Carefully observe all dimensions and all of the nota-
tions before cutting the leathers.

The thickness of the case leather is determined more
or less by the thickness of the lining you wish to use.
You do not want the total thickness to be too heavy,
nor too light. A total thickness of about 10 oz is
desireable.

The bottom and the gussets must be cut from light
weight leather, especially if lined, or the folding capa-
bilities will be restricted when completed.

B .

EXTENDED FLAP /S OPTIONAL .
/T CAN BE CUT /N A PIAMOND
SHAPE, OR AS YOU WISH

HWH’ [Fiar]

#”

N

FoLp
GOUGES
I

STRAP IRON
V8" X 3/4"X 162"

L ep—

‘ BACK PHNELl

CUT CASE FRoOM
7/8 oz. OR 8/9 oz. COWHIDE
[

s
FJ SPECIAL NOTE: g e e
1 1 l
} | ] | 1
Complete the gusset ‘| GUSSET ]! |
and bottom assem- T MAKE Two - 1
bly before cutting R | sEE : :
out the parts of the 2 | TTARN :
case, as dimensions N : Ly
may change due to b j 0?";{22’ i
the differences in [ ' =
leather thicknessess. o [ L
Instructions  begin b s
on the next page. LoV Setin g 1
pog IL'L"::.:.‘?&_L_;;.L-_’L':.] TL-
= 8 - ¥ - _‘?_
N R .
o -
Y
3 WA
: IIJI - i -'
T e e N reE S N
! [ BOTTOM | Il%" GOUGES —s,

'} i J/I'l
Cw 1674
<—— 16%4 —_—

I
|

T

("~ —2/3 02. COWHIDE -~ - ¥= - —
Im"

[FRONT _PANEL_[

CUT FROM
7/8 oz. OR 8/9 oz. COWHIDE.

-_—

e

SHOWING POSITION OF GOUGES

i

g @
ht.\l cur ;“: NOTE: This panel is %" shorter than
~ GUSSETS & BoTrTOM v the back panel, to compensate for the
) y FROM thickness of the strap iron at the top.
2/3 oz. COWHIDE
SLIGHTLY ROUND
/ ALL BOTTOM CORNERS i J
A 3
—17 4" —‘;]’ F—“ 174" —ﬁ'
| | I | ]
] '/4-"—~——)-|1<——--1" e -134" > —1 3/4-"-—---—-){«—-—“ 1 ';——-)J’*-—-—I Y4
I' ' 25N GOUGE FOLDS ON ALL OF
| : ol e THE BROKES LINES
/ | |
| | / | \
I I - I \ :
cur /:\ : »' ,‘\ : /\4\ |
IN...TO ”~ N - 5 °
Hsis i R : p P ""‘\.44_/#5 W . I //
—-{--——-L.... _L_..-...._—-—-.._-_-._—__.—_L ________ e ek S — -
(Vi3
X 1%
Y GUSSET END- FULL SIZE GUSSETS & BOTTOM

CUT FROM 2 /3 oz. COWHIDE




BoTTOoM OF GUSSET

END OF BOTTOM
The first step is to cut out the bottom and the two
gussets. Make all gouges as indicated on the patterns.
Be as accurate as possible. Skive off about % thickness
of the areas shown above. Skive at both ends of the
bottom piece.

PUSH UP

=
Now make the triangular

folds at bottom of gussets. Tap
sharp folds on edge of bench. Allow
gussets to dry.

] GUSSET"-._

- FOLD LINING
g, BACK

side (at arrows).

Now fold lining back from creases.

Apply cement to flesh sides of sur-

faces (A). Place on bench; adhere
es (A).

9 ; .
Apply cement to triangular sections under the

of gusset. Force lining into folds with

bone folder to adhere. Trim off all excess

lining.

the gusset.

68

~ MAKE TWO—
Now, moisten the
leathers at gouges.
Make first fold in center (A) grain sides together.
Next, folds (B), flesh sides together. Folds (C), grain
sides together. Tap each fold, as you go, with a ham-
mer on a hard surface.

USE FLAT S/IDE
OF BONE FOLDER

e

e

CUT LINING FROM

: .. CREASE
e W TH PO

o

SKIVER OR SIM-
ILAR LEATHER ...
CABour L oz.)
CUT OVERS/ZE.

LINING...

Apply cement to all of the lining, but only
to the center section of gusset on flesh

Fold lining back, apply cement
to flesh sides of surfaces (B).

EXCESS AT ToF

Trim off lining just

only at the top. Use
care not to cut into

GRAIN SIPE

Center the lining on center
gouge. Work with bone
folder to adhere to gusset
(at arrows).

~  ADHERE
. SURFACES B

#° BEND THE
Y LAST FOLD.
PLACE ASSEMBLY

Now adhere surfaces (B). Rub
with bone folder. Lining should
overlap the sides of the gusset.

BURNISK
TOP EDGE

11

Now line the bottom piece, following steps
4 through 8. Trim off excess all around.
Make NO trimmings as in Step 10!

gouge, LINING SIDE




5. BRIEF CASE_ Acco rdian Gusse

‘ GUSSET I LINING Neo GRAIN SIDE OF ‘
i S IPB WP ks \ GUSSET ) ; -y

. END OF

: f ; S BoTTrom R
12 ' ' : ¥ 13| GRAN s1DE UP S
Moisten gouge at gusset top. Fold end over; tap Flatten the bottom and
with hammer, Cement down. Gouge sewing gussets as much as possible;
channels on both sides, and sew. Stay within glue the edges together as indicated
1,0 4 :
%" of the sides. \ above (large arrows). Do not glue out- g, X ETHER

R r side the dotted arrows YANY
(points A). é

g DT s > e 15| Moisten sewn edges (step 14)
; o > and invert. Tap with ham-
mer. Adjust assembly as shown
below. Align points (A).

/INVERTED
SEWN EDGE
FROM STEP 14

14

Sketch shows units joined. Sew the edges
together. Glue the other gusset to the other
end of the bottom; sew in same way.

GUSSET

INVERTED
SEWN EDGE

_|ee-———— DIVIDER LENG TH
' FROM STEP 14

6 JNSIDE OF FOLDS
Determine length of divider

by fitting a strip of cardboard bet-

ween the folds, at bottom. Trim as g v

required until it fits snug. 0O NOT | # i T DIVIDER PATTERN Dividers can be

attempt to measure at the top! made of card-
TRIM CORNERS AT board covered

BoTTOM 3/4" X 3/4

| T0 CLEAR INVERTED with thin leather
SEAM. or cut from
l heavy leather.

l———LENGTH, FROM STEP 16— [ NOTE:

"

17 Make two dividers to dimensions shown above.
Divider fits snug in the fold of the bottom, and in the

\ T gussets.
DIVIDER 18

DIVIDERS SEWN
IN PLACE

With a small brush, apply glue in-
side the bottom of the folds of the
gussets and the bottom, and to
the edges of the dividers. Carefully
adhere in place. Dividers should fit
snug against all folds. Gouge sewing
channels on both sides of folds.
—=w ... Sew in place, to within 1" of
E inverted seams and 1" over
5 top of the dividers.
Sew one divider, then
. install the other.

( CONTINUED )

19 Sketch shows unit ready to assemble. 69




e

END THE
CH};‘INNE&.!

Accordran Gusse+t - Continued
PZO__v\ -

BRIEF CASE

BURNISH -
THIS EDGE .
ONLY

ENLARGED
VIEw
oF
CORNERS

21

Cut out the case. Gouge top
folds, moisten and fold as above.
Locate lock position as above.
Use a book, or other item, to
equal thickness of top. Place
between panels. Be sure all
edges are aligned.

2 ALIGN EDGES

Lay gusset assembly on bench.
Hold points (A) together: measure. This
should be 17%”. If not, turn over and
check opposite side. If different, use
the shortest measurement. This will be
the width to cut the case.

OVAL .. i "" 8/9 oz, '
J: COWHIDE

BURNISH EDGES
SEWING CHANNELS

22

Carve and stamp the design. In
stall the lock and catch. Maki
sewing channels all around fron:
panel. End the channels on flap
as shown by heavy arrows
(above). Cement lining to the
front panel and sew the top selge
only; burnish, Do not cement a
lining to the back panel and flap
yet,

Note: See page 7, vol. | for mak-
ing tabs & shields.

SEW BE-
YOND THE
ARROWS

SHIELD
AND

SKIVE THICKNESS oF METAL 24
OFF FLESH SIDE OF OVvAL DISTANCE
Cut out the oval, and prepare it Carefully cement the oval in BETWEEN

for assembly as suggested above.
This cements over the lion to
act as a frame. Sew the short

position. Sew all around the
inner circle. Now, sew around
the outer edge beginning at

section through the oval, only,
as shown, just beyond the width
of the catch. REASON: This
area lays on top of the catch. . .
you cannot sew through metal!
This will give the appearance of
continuous sewing, when the

one of the large arrows, and
ending at the other. DO NOT
sew beyond these points! Sew-
ing will continue here as in-
structed in step 36. (The lion
head is enlarged from “Figure
Carving Finesse”).

Make the handle assembly, Measure
distance between rivet holes in tabs,
Center this on top of case and punch
No. 4 holes. Drill corresponding holes
in strap iron.

case is completed.

o S HOLES /N TOP OF CASE

COPPER
BURR

* ' STRAP IRON

R “— No.9 COPPER RIVETS
26 A
Push the copper rivets through the holes in the strap

iron and up through the holes in the top of the case,
from the inside.

From outside the case, place tabs over the rivets, burr
on rivet, and “set”. Strap iron should be on a metal
riveting surface. “Dome’’ the rivet heads as shown
in step 7, on page 4.
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33

edges.

DOUBLE sTITeH
OVER THE EDGE

E élu_

front panel. Align all edges. Gouge
sewing channels in gusset. Sew to-
gether. Double stitch over top edge
of gusset, for strength. Burnish case.

(36)-With awl, re-enter th
(B) to the top; pull tight!
two long stitches. This is necessary, to avoid sewi
Backstitch; cut off threads. (40)-Trim lining at catch.

e P "
DR

e the shields down to the top of the
case, and begin sewing. The first few

stitches will go by the side of the strap iron
on the inside of the case.

3
E As you reach the

point of the shield, more
angle of the awl is re-
quired. Turn project over
to continue sewing back
down opposite side, angl-
ing awl in the opposite
direction, over the other
side of the iron,

TorP OF
' FRONT
SEWING PANEL
- CHANNELS >

==% - TRIM CORNERS

Cement gusset assembly to

e STITCHES :
' FROM STEP 2N :

CASE LEATHER
IS CUT-AWAY
TO SHOW How
THE AW/! BYPASS-
ES THE tRON x

BRIEF CASE Accordian Gusset - Continued

As sewing turns toward point :
of shield, you must angle the Pull leather back away from

awl to miss the strap iron. iron, and angle awl (above).

GLUE UNDER i * "

ENDS OF
TRON

After sewing shields, cement
lining to the back and flap. Trim off excess. Work lining
into gouges with bone folder. Gouge sewing channel in

the lining, around flap and a short distance beyond the
top folds, of back panel.

Repeat step 33 with back
panel. Complete sewing the

INSIDE VIEW
BELOW
) THE LONGER
STITCHES

e hole at the end of the last stitch (in oval), down into chan
(37)-Continue sewing in regular manner.

STITCHES
FROM
STEP 24

SEWNG.
CHANNELS

&0 Q/f’

% ="l
S

'."( g SEW;NG-—-.,\(H
L~ FROM )

When sewing up to the
oval, take the last stitch (thread A)
down from the top, as shown. Pull
tight! Both threads are now on the
inside of the flap.

STITCHING )
FROM STEP 23 ||

Y

39] [40]

nel in the lining. Bring thread

(38)-Inside view of steps 36 & 37 showing
ng over the edge of the oval. (39)-Sew to stitches at catch.
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ELECTRIC SHAVER

DES/GNING A TRAVEL ACCESSORY CASE
— A PRELUDE TO ZIPPER AND WELT CONSTRUCT/ON —

TUBE TOOTH-PASTE

Zippered cases are usually not too difficult to design in

IN CASE
. ¥ TOOTHBRUSH : : : :

\ ST %ﬂf IN CASE that the dimensions can be a bit larger than the items

v h & T to be contained and do not have to be as exacting, say,

7o G 3 y as for cameras, lenses, etc. The Travel Case offered here

DR

Coms

SMALL BOTTLE; ASPIRIN

/’ PATTERN HEIGHT

is for a few of a man’s toiletry items. Other personal
items can be included. Measurements for the size of the
case will be determined accordingly.

Assemble all items as compactly as practical, suggested
in the photo at left. There are no limitations as to the
manner in which you wish them arranged.

DENTAL FLOSS

Now. . .you must measure the height (highest
point of the stacked items); width (widest
part of all items); and length (which includes
the dental floss, here). These are the actual
dimensions of all items in the photo at left,
indicating the minimum measurements.

HIGHEST POINT

To insure ample clearance within the case,
you must add to these dimensions. Here we
have added %'’ to height, %2’* to each side of
the width, and 2"" to each end of the length.
These will be your pattern dimensions.

You can add more, or less, depending on
how loose, or how snug you wish the items
to fit inside of the case. After you have
made a case or two, you will be better able
¢+ ADD Y2 to judge these dimensions.

The measurements create a rectangle to the dimensions
shown at left. These dimensions will be used to make the

pattern for your case.
[ see PATTERN A
T—~—___  PAGE 74

SEE PATTERN B
PAGE 80 __

Z/PPERS
CAN BE
INSTALLED
EITHER WAY

For zippered cases, the corners B2
should be rounded, as the zipper _// 4}
will not work properly over a

squared edge. Zipper installed
on the narrow
Zipper installed over the surface.
wide surface,
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MAKING THE PATTERNS
~ TRAVEL ACCESSORY CASE —

\ A \ To make the case, with the zipper in the narrow surface,
zéz’; E:ff ToF lay out your pattern on a large sheet of paper as shown
oS at left, and below. Mark the fold lines and round the

corners as instructed. These measurements are taken
from the rectangle on the opposite page. This will be
the body of the case.

STRIP OF MARK
LEATHER HERE
. PATTERN
AR g OUTLINE
DRAW FOLD
= L/INES ON THE
o PATTERN 3
0 ©
T~
[ HOTTOM To determine the length of the gusset (zip-
- ot pered part) place a mark in the center of the
T el A R | pattern (see above). Now take a strip of leather. . .hold at fold
N FoLD N line. . .and carefully holding leather on the pattern outline,

follow around the top. Be sure it does notslip. Mark the leather
at the center mark. Re-check yourself or use other methods of

measuring this distance.

o E L e
I!Itl]l|'rall1l3|Il,;‘l';lsll]16‘|||7l||tal||\9‘!][1loi]l1,lT'[
ROUND THE CORNERS

f, " I/“ P
USING 174" RADIUS T .ﬁ"' Lay leather out flat, measure to the mark. Double this

/

AN

1% 1 ‘/ distance will be the length of the gusset. In this case, it is

i 10" so the total length will be 20”. The width will be 3%",
same as the bottom. Now. . .we still must add to the pattern to
DL > allow for the seams. We will continue with the instructions on
the next page for doing this.

3N /

GUSSET T
These dimensions are derived from 3y
the rectangle on opposite page, and
steps 2 & 3. l
I___< 20” >J|
SEE PAGE 29 FOR
GUSSET DETERMINING WIDTHS
OoF ZIPPER SLOTS 1
C )
;i ;3 —1 % <«
— % DPRAW LINES FOR THE SLOT 70 BE '
: CUT OUT FOR THE ZIPPER .

Meanwhile, lay out the center area for the zipper. Actually, the zipper dogs
not have to be in the center. It can be offset as with the case on page 111, if

you wish,
73




_ -

e e

MAKING THE PATTERNS - TRAVEL ACCESSORY CASE- Continued

4

Y

For the welted seams, we W
must add 3/8" to the pat- / ! | ﬁ
tgén ali_"arounddthe _o;:t- 6%”7—*—3’4"-—)4-(— 635" —
side, as illustrated at right. ADD 3/8" ; z
If this addition was not | [ | | X
made. . .the interior size i e
of your case would be CASE wl gg
decreased, after sewing PATTERN of | 49
all of the seams. ~ =39
A of | o3} 2
The length and width of 2 : **mg S|
the gusset must also be |' SO
increased by 3/8" " (see ,i :
below). Since the bottom : i
folds sharply, the 3/8" | )
notches (at corners) must P TOTAL : -
be implemented. = IS Now 161/2" |
CUTTING PATTERN i
! : ADD 3/8" -
S i |
\ | | A\ v /
f,
¥
- A
CASE T
g PATTERN GUSSET K v ADP 38— h
3 A N
x C Z/PPER SLOT K %Et )
e et TOTAL E;‘;SE —_—
~ 203/4" Q 5
t =R +3‘/3 ca(rsrfrvn?g PATTERN L
\'s

A
THE OUTSIDE LINES ARE THE CUTTING PATTERNS FOR YOUR CASE.

TAB STRAP:
CUT 134" X 342"

HAND STRAFP:

777

s ¥ 7 L Lu Y

CUT 13/4" X 7 V2"
B D AR

c.M.

Cut the above straps from the same leather
as the case. Glue flesh sides, fold together
and pound with hammer to adhere.

HOW TO INSTALL
Z|PPERS BEGINS

ON FAGE 28

BY

A S e

I
|
|

CENTER MARKS .
ARE INDICATED

74

Cut out all parts of case,
and the tab and hand straps.
Sew zipper in the gusset,
Now. . .place center marks
on flesh sides of the case &
gusset as indicated. This is
important for proper as-
sembly,

Assembly instructions for
this case begin on page 76.

This case is made of 4/5 oz. chap

leather,




WELTS |-HOW TO MAKE & INSTALL THEM

Travel Accessory Case

Welted construction is the ideal way to assemble many cases. . .
especially with softer leathers (suede, chap, garment, etc.). . . as with
the travel accessory case shown at right. The large arrow shows the
welted seam. The project is fitted together, inside out, and sewn. The
case must then be turned right side out. This, of course, requires an
opening large enough to do so. Most zippered cases qualify for this
type of construction.

With soft leathers, the welts are usually made of the same material.
Other colors (of similar material) can be used if you desire a contrast
of welt and case material.

6 x 9% x 3% S

The key to successful welt construction is careful fitting. Be careful!

Where the welts are spliced, the splice is usually put at the back or Th )
g ; e patterns for this case are on the
the bottom area where it will be least noticed. opposite page. Assembly instructions
begin on page 76.
| MAKING THE WELT | _*' e <~ SCRAFP OF LEATHER
S N3/ S 4 CpELT MATERIAL)
FLESH SIDE K Mo MARK AND UNFOLD
g r/ WIDTH TO CUT
] _ *‘»‘""{3_/ THE WELT
— ALIGN o ,
- N o EDGES When folded, this will actually measure less than % the width
il you have cut, due to the thickness of the leather. Welts of about
M Sadi 3-4 oz. leather should be cut about 7/8" wide. This folds to about
3 ea;""“l‘-‘ istance around the case, 3/8" in width, which is about right for most folded welts. One
?" cut the welt about one inch (or more) good method of determining exactly how wide to cut the welt is
_?rt"lger tf '.'c"s;‘;re fhﬁvmglample Tater:a!: to use scrap, and fold as shown above. On small projects, and
e{cgtad wy td' ort ew.;.-ltcan be from % light-weight leathers, you may want %'* wide welts (as was used on
o1 : e:penl '“g on the case and the the bottom stand of the bowling ball case. . .on page 87).
materials involved. (continued)
Apply glue to all of the flesh side, except
for about 1’" of each end. Fold the material s
and adhere by tapping together with a SINGLE PLY WELTS _ll

hammer. The welt is ready to install.

Welts can also be made of single ply leather of almost any kind,
from 4 oz. to 12 oz. in weight. These welts are usually cut wider
than the folded type, and trimmed after sewing (see below).

w——— S Pl ICING WELTS

TRIM AFTER

If you do not have enough material to GRAIN . A
EWIN

make one continuous welt. . .make it in SIDES =
two equal parts (or more) and splice as | 790G THER
illustrated below.

CEMENT
AT EDGES

PN oo e S A R A i .
LEm Y  Coment the welts in, just as with the

folded welts. Keep edges aligned. Sew in the usual man-
ner, about 1/8” from

&7 edge. Trim after sewing.

SK/VED ENDS

For more details, see page 46 of “The Art Moisten leathers, spread

of Hand Sewing Leather”. This book also away from welt. Remove SPLICING
shows how you can tack the welts in place, excess close to case, with a GRAIN

instead of cementing. This method is large beveler. Tap welts.. SIPES UL ASL}:*,S;_:%N
useful on complex curves, and where oil- with hammer. B o ; N FLESH
tanned leathers will not accept cement )

or glue.




WELTS — Continved

This illustration is to
show areas to apply
cement,

HAND STRAP
AND TAB

v ASSEMBLY

WELT SPLICE IN WELT

(3]

tab strap (opposite side) straddle the welt.
This is a good place to hide the splice.

ALIGN
EDGES

GRAIN SI/DES

When completed, the carrying strap and

Before beginning assembly, apply cement to
edge of case and one edge of the welt. Do not apply
cement further than 3/16” from the edges.

/NSIDE,
OR

FLESH ;
SIDE uP |

CENTER
OF WELT
ENLARGED
VIEwW

Y_co.m.

Turn case grain side up. Cement edges of the strap and
tab to the edges of the case. . .in the center. . .as shown,
Make center marks (c. m.) on the tabs as shown,
These marks must correspond to the marks on the Apply cement to edges of strap, tab, case, and welt.
flesh side, Begin at center of welt and adhere to case, aligning all

edges. Work carefully around the corners and down
each side,

ENLARGED VIEW

CENTER

EXCESS WELT AT
EACH END

7
.E N oL

With the ends peeled back, flatten out and skive.

Apply cement to the flesh sides and areas that
overlap.

: 3 y SPLICE
Continue adhering the welt to the opposite side.

Overlap the excess welt. . .and mark the ends to be
cut off. The overlap should be about 3/8" to %'’ as >
shown, with the center mark in the middle. Peel Make the splice (above). Re-cement along edges
welt loose a bit and cut off the excess ends. and adhere to the case. You now have a con-

tinuous welt around the case. (continued)
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; CASE WiLL

] FOLD HERE

\ e

Open the zipper and begin adhering the gusset to the

Fold tab and handle strap over and cement edges case. Begin at ends, aligning the center marks. With
to welt. Now, establish center marks (from flesh zipper open, the slide should be at the tab end of the
side) and mark only at the very edge, as shown. case. Tap ends to secure adhesion.

Apply cement around all edges of the welt and to
the edges of the gusset, on the grain side.

BOX, OR SUPPORT ——
TOVHOLD
CASE UP

Now, reach inside the +;
zipper slot and press
joint (A), in step 12, _ .. =
in as tight as possible. JREN

Work with fingers and &
bone folder. Be sure
the edges are aligned.
Repeat the point on

Sy PRESS IN
the opposite side. TIGHT. ..
70 BUTT
JOINT
.................. PAPER
. . 14
O S SSNR : g1 oF 3 Remove the paper from one corner and work the leather
R P St around it. . .keeping the edges aligned, as illustrated
—— below.
CENTER ey

MARKS —7

12

Now. . .tip one side of case up, as shown,
and place a support behind it to retain
this position. Align the center marks
(sides) of gusset and case and adhere at
this point. Place waxed paper or leather
scraps between the gusset and the case
to prevent premature adhesion.

15

Begin at the corner and work towards the center marks. If too
much slack occurs on one side or the other, peel loose and try again.
The leather will compress a bit if necessary. . .persist, and it will fit.
Work down with the bone folder to form the sewing edge. Now
do the other corner. Tap with hammer when properly fitted.
(continued)

77

BONE FOLDER




SUPPORT

WEL TS — Continued

16] . o
If properly fitted, the case &
should look like the sketch at left. E‘,
Now turn case around and do the At
: : = S
opposite side, following steps 12 g

{§
through 15. S\ - :__._~=. ,

17

With case assembled, scribe a guide line on
both sides, about 3/16” from the edge (% i B
the width of the folded welt). Place the No.6 Ji§
case on the edge of the bench to mark the - ’-‘&I
outside. “Wheel”’ stitching marks on the
flesh side of the outside edge of the case.

B,

TRIMMING
THE WELT

Stuff the case full of paper (or other material)
to help retain its shape. This makes it easier to sew.
Sew all around. . .keeping stitches on guide lines
from step 17. Stitches go through case, welt, and
gusset. Now trim off excess welt, close to the
stitches. . .see “tip”’, below. Have your knife blade
very sharp!

e 19| After all trimming, turn the case right side out through
the zipper opening.

TIP: TRIMMING the WELTS

sk
......

20

After turning the case, place on a hard,
smooth surface and tap the welted seams
to flatten as much as possible. Tap all

/ around the inside. Zip the case together
.. .it is complete.

Since you cannot see the stitches on both sides at the same time,
follow these instructions: (A) Viewing from the right side, hold
knife at angle shown. Blade cuts close to stitches on viewing side,
but cuts along outside edge of opposite side (see end view),
(B) Turn project to view from left side, hold knife at angle
shown, Blade cuts close to stitches on viewing side. . .and cuts
flat across to meet edge of right side cut in step (A). Trimming

See completed case on page 75. Tiat 8 ! §
in this manner, you cannot possibly cut the stitches.
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6" x 9%" x 3%"

TRAVEL CASE | Alternate Assembly
HAND SEWN

The body of this case is cut from 6 0z. cowhide; the gusset
from 4 oz. cowhide. This is made from the original dimen-
sions on page 73. Use “case pattern A’ on page 74...with
slight modifications. . .explained in step 1, below.

44"

,L_ V4'”_): T See below *
""""""""""""""""""""""" =Y
GOUGE ALL BROKEN LINES, FOR FOLDS 1
i 1 ' \ ? ]‘he only chaqge ir! the cutting pattern (pattern A, page 74)

' ; , is at the outside dimensions. Instead of adding 3/8"". . .add
: ) only %". . .as the edges will not be welted (see photo). The total
| I measurements are shown at left. Gouge all fold lines on the
I ! flesh side.
!
\ : BURNISH o oM. BURNISH
o
: I
: I

— +
(——6'4:’—-)«-3 %4"—>4|<— 64> om 7
I
| B
' i r [ As with the soft leather case, put the center marks on the
< 164 > flesh sides. Sew zipper in gusset. Moisten gouges, fold edges up
c.M. 2 e M. (above). Burnish ends only. . .before step 4.
2 TAB HAND HAND STRAP
- ‘ STRAP 3/4_;: x ?Vzn
' TAB STRAP
| BURNISH - 34X 32
/| EDGES ; CUT FROM 4oz,
BURN/ISH COWHIDE
BURNSH BOTTOM
SEWING EDGES
bt AE w” _~ EDGES OF CASE 4
Carve design. Gouge sewing channels all around the Cut two straps and cement to the bottom, in center,
case. Moisten gouges and fold sharply up from as shown. The ends of the gusset will cement over

bottom. these.
: oar GRAIN S/DE

T o

With this type of

construction, you
must trim off about
1/16" from each side of
gusset ends, to compen-
sate for reduction inside
bottom folds.

Complete assembling the case, following steps
12 through 16, pages 77 and 78. Gouge a sewing
channel inside the gusset edges, as above.

@Opan zipper and cement gusset ends to bottom, as Sew completely around the case. Burnish all
above. Notice now, that the grain sides of leathers are out! remaining edges. The bottom of case, and
This is the same procedure as step 11, page 77, without bottom ends of gusset should already have
the welts. Continue identical instructions on page 77, to been burnished (steps 2 and 3).

assemble the case.

* Carving design from: “Inverted Leather Carving”. 79




B x 9% x Y

o TRAVEL CASE |- Alternate Assembly
8 BUCKSTITCHED

Cut this case from 6 oz. cowhide; gusset 4 oz., same as case
on page 79. Use the exact dimensions as “pattern A”’, page
74. Gouge the same fold lines as for the case on page 79.
The 3/8” margins on the gusset edges (instead of %),
from folds, is required for buckstitching. The 3/8" edge is
also required if you wish to lace the case with the double
loop stitch. . .as with the case on the opposite page.

RS

Z/PPER CAN BE BUCK-
STITCHED IN PLACE,
IF DES/RED, See below *

Cut the leather parts. Stamp design. Make all gouges as per patterns; page
79. Sew (or lace) the zipper in gusset. Punch lacing slits in outside cover
of case. See page 22, “How to Buckstitch”’, for punching slits properly
around the bottom folds. Assemble the case as instructed on page 79.
When the gusset is cemented in place, re-punch through slits in case, and
through gusset leather, with the lacing nippers. Buckstitch the case. . .
burnish all edges. See photo above.

Sew initials on before
assembly.

TRAVEL CASE |- Welt Construction

ADD 3/8"- REVIEW STEP 4., PAGE 74 6" x 9% x 3%
A ‘:% ———————— ey o ":",\.:
CENTER — ! 1 /\ /
MARK LENGTH oF .

GUSSET /S DOUBLE ‘,
THIS MEASURENMENT. \
‘ SIDE (SEE STEPS 2 AND 3
[ 1&{: oN PAGE 73). :
| \'
FOLD
—‘Yt'—' K—‘*————J[ This case is made
~ Y CASE of 4 oz. Fhap leather with - y .
5 3 contrasting color of welt and initials. This pattern is made
N D PATTERN from measurements on page 72. Since the zipper is instal-
-2 o B led in the wide surface, pattern dimensions differ from
P o those on page 73. Add 3/8" outside dimensions, for welt
8 ] = 9" > construction, exactly as described in step 4, page 74.
N§ L g T074.————>L_| Follow identical steps, 3 through 20, pages 75 to 78, to
ne S = /S NOwW 9 3/4-" i make this case.
2R CUTTING PATTERN
z s ADD 3/8—> |«
\”  FoLD .1 A
-—- _;r‘ o = = |% * 153/4" £ k_ Ca
TOTAL =
IS NOW 162" saull |
u 1 GUSSET CUTTING PATTERN 2523 o
1 m - =3
Kl J ( ZIPPER SLOT 2 2 - ,-1:'.‘_ ). §
(NAEETTE G T4
- X PATTERN
ADD 3/8" > = B g}’;:”__)
Yy 3
Ll V [4

80 *Stamped design: Craftool Basketweave Stamp No. X510. Border; No. D436.




6" x 9%" x 3%"

TRAVEL CASE \- Alternate Assemb/f/
LACED

This case is made to the exact cutting dimensions of pattern
B, opposite page. Cut the case from 6 oz. cowhide, gusset
from 4 oz. cowhide. Make the hand tab and hand strap the
same as shown on page 79. This case was laced with 1/8"
leather lacing, using the double loop stitch.

c.Mm,

-_.—————--.—.—_I—————————--v—-—
| > |
.

See below *

) Cut out the parts, make all gouges. Carve design. Install zipper.
o Be sure to put center marks (c. m.) on the flesh side. Punch
lacing slits in outside cover. Follow assembly steps 2 through 6,

_____________ - SN ] page 79 (burnishing ends is not required). Re-punch through
1 I slits in case and gusset. Lace the project. . .detail of lacing the
tab and strap is shown below.

GOUGE ALL BROKEN LINES
T CASE
( R, PATTERN

VIEWS BELOW FROM OUTSIDE BOTTOM OF CASE.

DOUBLE LOOF PULL STITCH,
STITCH TO BETWEEN LEATHERS,

HERE & il TIGHT [

0
B

&7 Vil v /"! . W
EoLD "“/ Double loop lace to last 3

DR s = T slit, at strap. Single lace to Bring lace from back

Punch slits through  opposite edge. Last lace  side, under last stitch.
I SIDE f strap, (betweenslits  comes between strap  Continue lacing the
in case bottom). leathers. double loop.
f .M.
¥ I / * Carving design from: Craftaid No. 6577.

LACING THE CUT-QUT SECT/ION OF A’TTRCHE, CASE - ON PAGE 50 '

Cut out the picture panel. Punch
lacing slits. Be sure corners come out
as shown. Cut out the edges of each
opposing corner (arrows),

TR

LACING EDGE — ONE ~  \[ 3
R vt (54 0 75 e L Ny __:-__-_'___.-..‘;..'u;’
WA MR 2L 220 EL T
&\- BE SURE SLITS COME OUT AS SHOWN
IN ALL FOUR CORNERS !

e & (O
o K TN
/

N7

THROUGH b\ THROUGH
BIGHT o *g BIGHT
e B 2 o\ Ne @

" ’:F%ENDMOH.« ¢ ‘H‘ L e

(C) Go through next slit, and under the bight (D). (G) Pull end of lace (F) up, go through same slit with (G).

Continue lacing down “edge one” until you have Pull tight, locking end. (H) Go through bight, into last slit;
reached the position (E). (F) Begin another lace on pull tight. (1) Go through bight, glue end of lace inside.
“edge two”, following steps A, B, C, and D. Continue lacing with (J). As you come to each corner (E),
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Handle No. 4

CUTTING
PATTERN
PAGE 86

BOOT CASE

This case is made for a pair of men’s western riding
boots. . .featuring welt construction. The tops
were 11%"" with a 2" riding heel, making the total
height 13%"”. With the instructions given here,
you can make a case for English riding boots,
shoes, roller or ice skates, or any type of footwear,
Use the same principals for making cases for other
items as well,

PENCIL

The case and welts were 4/5 oz.
L - STIFF PAPER

pliable chap leather. 4/5 oz. latigo, T

or similar leathers will work very

well,

Set boots on a sheet of paper and
draw around them with a pencil.
Hold the pencil perpendicular.

BOTTOM
PATTERN

DRAW A STRAIGHT LINE
AT TOES AND MEELS

- OUTLINE FROM STEP 4

15"

STRAIGHT LINE
AT Borrom

Draw a center line between boot
outlines; determined by total width,
Draw a line %" outside line from
step 1, on one side only, as above.

UNFOLDED
Now lay boot on side
and draw around out-
line.

FOLDED
Fold the paper on the center line: cut out

the pattern through both papers. Unfold-
ed you now have the bottom pattern. Draw
marks at widest part (above).

MARK PATTERN AT
THE TOP § INSTEF

SIDE
PATTERN

PLACE A TOE
MARK ON BOTTOM
PATTERN, RIGHT
AT EDGE OF THE
SIDE PATTERN

NN sLirs 22

5 Again, draw a line %"
outside line from step 4.
Draw smooth lines past
wrinkles in boot outline. The
heel line (arrow) does not
have to conform to the exact
heel outline.

82

1
HEEL MARK

& el
Ye— SIDE MARK
> " (FRom BorTOom)

8 Place a heel mark on
bottom pattern at edge of
side pattern. Put side marks
(from bottom pattern) on
the side pattern. (continued)

_6_] Cut out the

pattern and cut
slits at bottom,
%" in. .and
%" apart. This
is the side pat-
tern,

Set one boot on bot-
tom pattern and staple the
slitted edge of side pattern
to the bottom pattern, as
above. Align the edges.




[

SET A HEAVY ITEM '
vexr 10 e goor  BOOT CASE - Contrnved

H—

THE MARK AT THE TOP OF

TO HoLD IT IN "
STIFFE
f | PAPER

r«— LONG ENOQUGH TO REAC

]

9

To make a pattern for the front, cut a sheet of
paper long enough to reach from toe to the
mark at top of side pattern. For width, measure
from center line to the edge of the side pattern;
add a full inch (A). Cut a notch in the paper 2"
deep, leaving distances (B) equal (see sketch
above).

KEEP EDGE
ALIGNED
WITH THE
CENTER
LINE OoF
THE
BOoTTOM
PATTERN

-7 TN ' TOP MARK

With paper held snug against the to equal the distance from center line and
edge of the side pattern, draw the heel mark (step 8). Staple in place as
a line inside, starting at the top. shown at far
Hold pencil flat to side pattern, right, Repeat

moderately pressing against it and step 12.

side of boot, Allow side pattern to
bend inward, without forcing, all
the way to the toe. Draw over this
several times. Place mark to match
instep mark. It would help to have
an assistant do either the holding
or the drawing.

15

Repeat step 13 to ar-
rive at the cutting pat-
tern; line (B).

]
[

CUT OFF

THIS EDGE
ALIGNS WITH
CENTER
LINE
BELOW

THE S/DE PATTERN

CENTER
LINE i

Fold (B) over

and staple to the bot-
tom pattern at toe. In-
side aligns with center
line; other edge fits
next to the edge of
the side pattern.

13 Read step 12 first. Lay paper out and pencil
marks will roughly resemble the sketch. Draw
a smooth-flowing line (A) equalizing all of
the marks. Line (B) will be the cutting
line; 12"" outside of line (A).

=

14 Repeat operation to make a pattern
for the back half. Cut a tab at bottom

MARK TOFP T0
CORRESPOND

WITH MARKON
THE SIDE —

Now fold paper over toe, up against
shape of side pattern at instep,
and up over the top. Be sure there
is no slack (arrows). Have an assis-
tant place a mark at the top, on
the underside of the front paper.

MARK FROM
STEP 8

83
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ANl
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see L2, BOOT CASE - Continued STAPLED TOE
HEEL TAB CENTER T7AB - STEP 10
STEP 14 CENTER LINE (B) LINE (B) LINE
LINE STEP 15 STEP 13 3
/ \ \ / 7
INST, AR
Top Mnﬂxs\%{,_ TAPE a6 e
-~ —— \- ------------------------- \
ﬂ SEES ____"—-wé- -------- |
ﬁgiﬁ% } A\ TOE MARK
ADJUST LINES (" |F REQUIRED) SO THE CUTTING

CUT ON THIS LINE —/ LINE IS A CONTINUOUS FLOW

[16]

Unstaple the patterns. Cut off ends of patterns at top marks (B). Tape patterns together here, with center IinaT
ck)

aligned. Observe all notations above. Now, cut on the dotted line. You now have % of the top (front and ba
pattern.

To make a full pattern, draw a center line on a large
sheet of paper. Draw around the % pattern. . .from
step 16.

PUT REGISTRATION MARKS
ON FLESH SIDES

WELTS
THREE REQUIRED

EXTEND PATTERN Q€ ZFPPg:'? BE SURFE TO INCLUDE ALL EXTEND PATTERN HERE.
HERE, DO NOT HAVE A REGISTRATION MARKS AT DO NOT HAVE NOTCHES
”"’;"HES zi? /' TOP AND INSTEP
T mark  f
I-.
I
% ‘\ TOP MARKS
W — =
T e === —=—=—==x
R
™ / m
2 i —X | /NSTEP
""""" 0 MARK
5 T X Lo
T “CENTER LINE cur HERE
L i MARK FROM Z/PPER SLO ENTER LIN
ABourt 172" STEP 8 ‘ .
S o 3 18 Flop the pattern (on center line) and complete the
17 ‘*.-ﬁ other side of the pattern (above). A zipper opening, of
sufficient length, is required for inserting the boots: see

suggestion on the side pattern at left. Measure this
distance and lay out the zipper slot on pattern. Cut out
the pattern, around the outlines.

HEAVY ZIPPER

19 Cut out all parts. Make welts
from the same material as the case. Be

CUT 7/8" WIDE X 39"

20 Sew dees to top of side pieces.
See page 7, Vol. |, ““The Art

of Making Leather Cases” for instal-

ling dees.

------

Cement welts to the sides of the top

DETAIL OF
WELT

84

above. Cut off any excess flush with the end.

sure to add registration marks. Sew
zipper in.

TRIM EXCESS

B

SPECIAL NOTE ¢

Hand sewing zippers in soft leathers sometimes
puckers, shortening it a bit. Tack out on bench
(same length as pattern) before cementing on
the welts. (continued)

piece, as



BOO7T CASE - Continued
g:.gssﬁ /\ INSTEP =
STITCHES FROV\ B LS

MARKS
STEP 20 —

GRAJN SIDE,
ToP PieCE

SIDES

Transfer all registration marks to the edges of the welts. Begin adhering 23
at top marks. Work in direction of broken arrows. Parts must join at
registration marks, and_come out even at arrow heads. If not, peel
loose and re-adjust. Adjustments work best at curves.

Turn toe up and over and
adhere with broken arrows. . .to the

heel.
TRIM OFF —
Ty %

FINISHED
EDGE OF i
Werrs

Now, trim ends of welts next to
stitches (above). This will make
easier sewing. . .in step 29.

25
. . . Sew all of the seams. Use dividers to PULL STITCHES
ot P apration i Sh s e 3T sbout - rom soga-on V4, B
abiovs both sides. Keep stitches on these lines! ey

BoTTOM
FLESH

Remove the cement jar through the zipper
opening. Sew in the bottom. Trim off the
excess welts. Turn case right side out.
Tap the welts (review page 78).

SPLICE WELT

AT HEEL
27 Now cement the bottom piece
inside, adhering to the welt.
Cement the remaining welt in-  Again. . .use the registration

side the bottom, all around, as marks. Should the bottom be
shown. Use an object insideto  too large to fit without wrin-
hold the case open (cement kling, it can be trimmed down
jar used here). Large arrows in size.

indicate trimming from step

26. Open the zipper!

Handle No. 4 with snaps at each
end. Turn springs in to prevent
snagging on clothing, etc. Handle
is 10”, . .fold to fold.

" 7/8 oz. FILLER
3/4 " WIDE

/INSERT Bo0oTS FROM THE BACK
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CUTTING PATTERNS Ffor BOOT CASE on Fage 82

If using boots with higher or lower tops, the side and gusset patterns , EACH SQUARE

must be altered accordingly. Ladies’ boots require all patterns reduced. EQUALS 1"

r
TOE
=
—
—
o )t ™\
s N
/ \ N ) I
1
~ = 7 / \ |
O Q
g™ E n N ﬁ n / \
33 L ¥ - N v
N/ w2 3 ® %
“~—~ A 7 ; S
—+ (] ®» « \ }
& } ,7’ INSTEP MARKS
P . | (STEPIZ2) N
\\_‘_ \{ ——1/ \
| |
NOTE: If using these patterns, check the regis-
tration marks after cutting out the parts. Some / \
adjustments may be required due to different \
leather thicknesses, / &)
/ 3
3 — __’/ r"I\ g
7 \ — A1 &
/ i nl || @
i P R 12 O
s INSTEP MARK (STEP 6 ) il R EIR
(STEP 6 ) MARKS A I rh
/ (STEP 8 ) @ | =
r/ : S : N
- SIDE : | ;{1
= b S § S
MAKE TWO.... ONE LEFT~ ONE RIGHT S| 2
| | ~
1 T t N~
\ i
X o |
NG
~CENTER LINE GUSSET |(BACK) ‘ @ H ©
el ' & H ®
& e . S e Py — e g a— e S S s ——— e A
stor”
¥ S7FER Siow To complete the

gusset pattern, join
(A) to (A) and (B)

to (B) as shown

SN rene— TS above.




BOWLING BALL CASE

Handle
No. 19

This case features a rounded bottom, conform-
ing to the ball, that fits within a circular hot-
tom stand for support. It is made of 8/9 oz
cowhide to maintain its form. Lighter weight
leather can be used if desired. The construction
features all welting, though it can be laced or
sewn with outside seams, as shown on page 92.
The welts were made of 2 0z. natural cowhide.
Other light materials can be used. Four short
welts are required at the bottom.

The bowling ball sits snugly in the bottom of the bag. Shoes
and/or sweater fit easily on top of the ball. If using the
welted construction, it is suggested the design not be dyed )
until the case has been turned right side out and dried, as =

the case must be thoroughly soaked. Some dyes are inclined See below ®
to “bleed”’ (run).

—————
SEE SPECIAL NOTE— PAGE
81 -~ BEFORE ASSEMBLY /

SKIVED /INSTALL TWO CENTER OF GUSSET
EDGES HEAVY DUTY
ZIPPERS

=

SEW A ) <
LINING LEATHER 5
UNDER ZIPPER, SEE

FAGE 29,

Cut out the parts (patterns
on page 91). Make all gouges.
Gouges should be 1/3 to %
the depth of the leather. In

- S\DE P\ECE -\

- . Skive additional

SEE PATTERA thickness off

FOR GOUGEs addition, area outside of around the
gouges should be skived off ea holes. See page
for welted construction, as DETAIL 11, Vol. | of

“The Art of
VIEWS Making Leather
ABOVE. Cases”’,

shown in sketches at right. GoUGE |

FOLDED;
GLUED

BOTTOM VIEW

MAKING THE
SHORT WELT

MOISTEN
SKIVED

SKIVE TO A
FEATHER EDGE

Cut four welts 5% long

from 2 oz. leather. The
folded width should be about
5/16". See page 75 for making @
welts. Glue welt to within 5/8"°

of the skived engi. Fold and Moisten skived end and Now form around the protuberance
adhere by pounding together

push ball of modeler in with the modeling spoon, as in (C). Make
(sketch A). .. .as in sketch (B). four of these short welts, (continued)

MODELER
SPOON

* Carving design from: “’Classic Patterns’” Vol. Il. Craftaid Alphabet No, 2710. R’R7
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BOWLING BALL CASE - C'om‘mued

GLUE THIS
EDGE ONLY

Moisten all skiv-
ed-gouge areas of

W Glue welt to one
‘side as indicated.

Fold the edges

side pieces. Scribe a firm
oﬁ:ks— " line, a's)shown, and “wheel”’ up as much as Protuberance of welt
i:,'j,:.?{_ " one side only (short welt areas). possible, as shown. goes in hole (above).
FLESH SIDE /// :

Glue welt to opposite
side (below). All edges
should be flush at the top.

NOTE . “"wHEEL" MARKS
SHOULD BE ON THE

AGAIN, TO

INSURE PRO- & A Z z OUTSIDE , FOR EQS{ER,

TUBERANCE G Y, NG 7 u o SEWING,

USE BALL

4%~ Sew one welt in place, | QF - -
then the other. Trimends; /= . - . . ‘
excess welts. . - 7 ~~STITCHES MUST

= BT comE our IN
N - SCRIBE LINE
— S ., ON OPPOSITE =
- - "::" x SIDE . ﬂf"/' d
\ e = Z
Z===" " WHEEL"
&= Y7=" oursIDE EpGEs, 2 :
/ . SEE STEP 5. = END STITCHING
< S| HERE ... DO NOT
X ;N.smz_z_ ends |\ =T SEw OVER THE ENDS ./
% DEES OFF po IR es
33 BEFORE
L
Qg
303
3 3
I~ .
5~ {
T
10 = = SCRIBE
See special note on LINE B, ., ougl £ 3 ALIGN
page 91, before assembly. Prepare a welt and glue to ——— szqugﬁ‘g”"”
side, as above. 11 ———
Prepare the gusset with a scribe line as in step 5. Do not
FLESH SIDES

OPEN THE ZIPPER ““wheel”’. Wheel marks are on side pieces. Glue the gusset
to the welted side piece. Sew together.

14

Soak the case underwater
until all air bubbles stop
rising. Then turn the case
right side out, and pound
all welts from the inside.

Now make another welt and glue to the other See page 94 for turning
side piece, exactly as in step 10. Open the the case and pounding
zipper! Glue the gusset in place, same as step The case now resemblesthe sketch the welts. (continued)
11. Sew case together. above. Trim off excess welts. .

review page 78.
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BOWLING BALL CASE - Continued

[15]

Now. . .wrap the bowling ball (see page 95 for
special instructions). Place it in the very bottom of
the case. Form the wet leather around it. It should
be a snug fit. With towels, underwear, or any soft
material, fill the top of the case over the ball. You
need enough material in the top so that when the
case is zipped closed, it should be a snug fit. Allow
the case to dry before removing the fillers and the
ball.

FILLING —=

MAKING THE BOTTOM STAND

/2" STRIP OF 8/9 oz,
COWHIDE

© Now, cut a piece for the
side from 4 oz. cowhide 1%"

’L BUTT JOINT

@ Cut a circle from 4 oz.

@ Cut a 7" diameter circle from %" ply-
wood. Cut out an inner circle to 5 diameter.
Rasp the inner edge, at top, down about %" at
a 45 degree angle; sandpaper. Glue a strip of
leather around the bottom, as shown above.

cowhide with an inside circle
cut out to dimensions above.
Skive the inner circle’s edge
to a feather.

wide and about 23" long.
Temporarily cement it around
the top leather and trim so the
ends are flush (arrows).

/4" WELT FLESH SIDE

SKIVED EDGE

Jff“’ :

@ TRIM ENDS

Make a short welt from 1% oz leather; %" wide
(folded). Glue between ends of side piece; sew.
Trim excess welt very close to stitches. Trim end
as shown, on the edge that is not skived!

GRAIN SIDES

— T

@ Make a welt for the

top with 1% oz. leather,
%" wide when folded.

Glue in place as shown
above. Splice as previously
instructed,

WELT SPLICE ®
Soak the assembly; invert and

@ Turn top over. Glue side piece to

welt, aligning welt with splice in
the top welt. Scribe sewing line. Sew:
trim off excess welt.

tap the welts on the inside. Pull
down over the wood stand. The
welts fit in the space above the
leather strip.

@ Turn over, moisten and
scribe a sewing line 1/8" from
edge. “Wheel”” with No. 7
overstitch wheel.

@ Apply glue liberally inside
the top leather and top of wood
stand. (continued)
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S S?iz_}i”nwgn BOWLING BALL CASE - C'onz‘z'ue,.., FROM PAGE 89

NOTCHES : s Bo7TOM

TR PENCIL
STAND N N

@ When glue sets, adhere the Turn over, glue bot-
top to the wood. Press skived edge tom. Cut notches to
down (arrows) as above, lay flat, if necessary.

Remove fillers and ball, turn case upside
down. Center the bottom stand on the
bottom of the case. Draw inside the ring,
to the case with a pencil.

PENCIL LINE...FROM
STEP 16

USE SMALL
TACKS OR

18

17 Moisten the inside of the bottom of

L—! Make 16 cuts about %" apart,  tho case and turn the cut tabs out-
indicated by broken lines above, down wards as illustrated above.

to the pencil line.

19

Now place the bottom stand on the case,
in position over the tabs. Pull tabs in
with pliers. Put a tack in (A). Then turn
case, put a tack in (B). Then (C) and (D).
Place a wood or other support under the
rim of the stand.

20| Set the case on the bench and check the
side and end views. If crooked (as above)
reset the tacks. When the case sets level, tack
all tabs down at one edge. Then put a small screw in the oppo-
site edge of the tab for security. If any excess tab sticks out
beyond the bottom; trim off flush. NOTE: The welt on the
edge of the stand should be in the center of the back side of
the case. . .as indicated above.

21) Place ball in case.

If, by any chance,
the ball protrudes
below the bottom. ..
simply glue a strip of
leather inside the case,
just on the inner rim
to shrink the opening.

GOUGED
RECESS

BURNISH
EDGE

SCRAP OF SKIRTING
LEATHER-11/12 oz.

To complete the case, cut a 7’ circle from 8/9 oz. cowhide.
Gouge a recess for the bulge of the welt at the bottom of the

stand. Glue in place. Cut four plugs with a %"’ drive punch and glue to the bottom, at the edges,
90 as shown above,




{ GULs/gETt‘hP 0_:_: BOWLING BALL CASE - Continuved '/2 OF
_ ATTERN CACH BUARE SIDEWPF\TTERN
—rer——3bTa— EQUALS 1" ;
TV A e e ]
| / | SPECIAL NOTE: Gusset and il :
r-—ﬁﬁg’;i" + sides should be temporarily ce- —— | MAKE TWo J
| it | | mented together, to insure fit- L8/9 0z. COWHIDE §
¢l | IF ting, before actual assembly. . . cYa" B !
1[ ™ : and marked with registration , N\ il
} cenver| || marks as suggested below. Ce- | MAKE TAB susGesTep |
LINE OF | ment both sides to the gusset, AND SHIELD M pPosition |
; WIDTH | and mark. [ LRl ' e’ *
v !
| | : CICE —[— .
. MAKE ONE || CENTER
| COWHIDE ! : i
| | ACTUALSIZE OF |
| | HOLE AND CUTS
I : ( FROM PATTERN) |
|
: [
: — | L . '
| | | | - .
r ! REGISTRATION MARKS ' : I:E
E e +— 1I \?\)
| | NOTICE. . .in the actual size ’, \ 1]
| | sketch at right, how the gouges ! J ’Kaouass/ I
~< £y 4o B ™ taper towards the hole, %2 from — .
I I cuts. This is required to make a : |
| ! .-I proper welted seam here; steps lt 3/16" HOLE |
[ | 3 through 9. } = o AN f
|| AL souses — || -tk 3% 1% —
|| el Erom | [T, \ . \ i
| | /
[ SEE t 1‘\ =i ! ‘l = l
- ALTERNATE ASSEMBLY [ 1
e  BELOW ~ \ ALL GOUGES ; | ‘
N : 1k JL \ s/6” FrRom | |\
Y | V- =N \ EDGES | p / \ 1
=] . SEE STEP y s
& J For lacing, or regular hand ® \\ b = K \ *
, g{ 3 | sewing assembly (without 3 o i wt e |
. [ I welts) cut the patterns as sug- T ey \ I
IJ N ! gested below. Alternate assem- 2\ \ / . '
_, | j blies. . .on page 92. e\ | / I
j ; : ' \ !J \ *
I ] T A - .
| '] ArernaTe ) [ cougzs L -1} : =
b SEE }.(i . " §
!4“—-1'5/5-—:)‘~7--- ASSEMBLY e 5 % IH—
; r INSTRUCTIONS '
| : ON PAGE 92. ALTERNATE PUNCH Y/B8"HOLE
1 | SIDE FOR ALTERNATE
! | A e~ cyr w— AU ASSEMBLY
1R ST o e
; - 5 E OF HOLE.
; : <+ PATTERN ™\ X mAKE cur To 2”: SBEUf;fL
| ) LINE TRIM OFF 3/16" JOINTS
" FROM ORIGINAL
L/ / TRIM 3/16 Ayl |
. OFF SIDES N |
| / | o2
[ by -/ THESE WILL | N
T | BE BUTT-JOINTS ;.
__)]i % E(— I |
|

LINE

CENTER //—h -

> 1
|
|

5
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BOWLING BALL CASE- A] ternate Assemblies

BUTT-JOINT ENDS HERE

EDGE VIEW

GUSSET

Moisten gouges and
fold out, as above,

prior to assembly.
This  makes gluing
parts easier,

Cut out parts from patterns on page 91. | SHIcrEs /

(A), (B), (C), will be butt-jointed, no |'«——goyges _—>

gouging or skiving required. Gouge
lines (D) 5/16” from edge for hand
sewing, 3/8" from edge for lacing.
Skiving at gouges is_not required, as
for the welted seams.

SEWING ASSEMBLY

Install double zipper in gusset. Carve
design. Sew dees and shields in place.
Gouge sewing channels in gusset and
sides (for sewing). Punch lacing slits in
sides (for lacing). Follow the instructions
below.

S—

SEE PAGE 31..."THE ART OF
MOISTEN AROUND HAND SEWING LEATHER "
HOLES, SOTHE ~
STITCHING \
PULLS IT

IN TIGHT

CHANNELS

Sew butt-joints (A) and (B) together, Before sewing,
it would be helpful to tack the leather to a board
(with proper curve) as illustrated on page 35, “The
Art of Hand Sewing Leather”.

LACING ASSEMBLY

To lace the butt-joint, use the same lacing stitch as
with the knitting bag, pages 98, 99. Be sure equal
lacing slits are opposite each other at all butt-joints
...(A), (B), and (C).

GRAIN SIDES e e r AFTER ASSEMBLY,
S a > > - THOROUGHLY MOISTEN
CASE ON THE INSIDE .

REPEAT STEP 16

SEW....0R.... LACE

COVERS ON THE BOTTOM STAND.
USE 5/6 oz. LEATHER .. FIT 70
WOoOD STAND AS SHOowN ABOVE,

SHIELDS
CAN BE
LACED oN

Glue the gusset to the sides, at seams (D). Sew
butt-joints (C), then complete sewing (D). Burnish
edges.

92

Glue gusset to sides. Lace butt-joints (C). Re-punch
slits through sides: through gusset. Complete lacing
(D) with the double loop stitch,




ROUND CASES

We have designed these unique cases for those desiring
something unusual. The cases shown are for a bowling
ball and a shot putt. With our “master pattern”,
however, you can make a case to fit any round object!
With a little ingenuity, they can be converted into
handbags. . .by making interior units that fit within the
case (after completion) and then are secured by sewing
along the zippered edges.

These cases feature the welted construction. They
could be sewn or laced, with the seams on the outside,
as shown on the opposite page; seam (D). Pattern is on
page 96. Be sure you understand each step of pattern
making before cutting the leather. The shot putt case
was made of 6/7 oz. cowhide with %" welted seams.
Our instructions are for the bowling ball case. It was
made of 8/9 oz. leather with 3/8'" welted seams.

No. &6 OVERSTITCH See below *

WHEEL
SEW LINING STRIP

WITH ZIPPER...

SEE PAGE 29 c.m,

GRAIN SIDE

. STITCHING
r_ GROOVER

¥ HEAVY ZIPPER
FULL LENGTH

FLESH SIDE

DETERMINE
POSITIONS OF DEES

Cut out two identical parts. Gouge on line (B), of your pattern, (in
this case 3/8" in from the edge): step (A) at left. French-edge outside
of gouge; step (B) at left. Moisten and scribe a firm guide line a full
3/16” from edge; step (C), then “wheel” as in step (D), on one piece
only. Sew zipper in one piece, in the middle. Sew dees for carrying
straps on the other. Be sure to put all center marks (c. m.) on flesh
side of both pieces, as indicated above.

ALIGN MARKS

OPEN
Z/PPER

2 WELT SPLICE

Moisten all edges fairly well and turn them up, toward 3 . . .
flesh side as much as possible. Allow to dry. Make a ~ Open the zipper. Begin adhering the ends of one part
welt of 2 oz. leather, 3/8” wide when folded. Glue in ~ to the center (waist) of the other. Be sure you have
place all around the edge of one piece. Apply glue to  the center marks of both parts aligned. Tap this area

all edges now, in preparation for assembly. to insure adhesion, (continued)

* Carving design from: “Inverted Leather Carving’’. Craftaid Alphabet No. 2710. 93
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_ ROUND CASES - Continued

N D0 NOT
W ADHERE
YET/

Bring the ends of the zipper part around,
and adhere to the waist of the opposite
part. Align center marks! The splice in
the welt should be at one of the zipper
ends.

- o R

Next, adhere the remaining cen-
ter marks (arrows). Keep all
outside edges aligned.

Case is ready to sew. Fill case with towels to
make sewing easier. Hold between your legs, to

sew.

94

.- PINCH WITH
* PLIERS TO
SECURE
ADHESION

©
- == The remaining edges will prac-
4} tically fall in place. If any edges

are not reasonably flush, work
loose and re-adjust. Re-do the
scribe lines if necessary, to
make sewing easier.

After sewing, trim the welts. . .review page 78. Completely
submerge the case in water until it is thoroughly soaked
(usually when the air bubbles stop rising). Remove from the
water and drain off the excess. Now, turn the case right side
out as above.

NOTE: The dees and shields, for the handles, were not
sewn to the case here, being an experimental model. They
were added after the case was completed and turned, as it
opens wide enough for easy sewing access.

Bl

After turning the case, place on a hard, smooth surface and
pound the welts down as at left. Do not “‘pound’’ so hard as
to break the stitches! The welts will lay very flat inside the
case. Welting makes a very strong, attractive seam.
(continued)



ROUND CASES—- Continued

SPECIAL NOTE

The ““master pattern”” for the round
case (page 96) is the exact size for the
ball! This makes a tight fit. However,
with the added leather for the seams
and welts, it enlarges it enough so the
fit is “snug”. Wet leather, when drying,
will shrink! To compensate for this, the
ball must be wrapped enough to make a 10
tight fit in the case, while itis still wet. ¢+ coveral thicknesses of newspapers into strips and wrap around the
Follow the Instructions beginning at  pq)). tang in place. Repeat wrapping in all directions to build up thick-
right. ness and at the same time keeping the ball as round as possible. Put
X saran wrap or plastic over all, as a final wrap, to waterproof the pack-
age. Put into case and zip up. If there is any slack, add more wrapping
until the case zips up snug, keeping it in the rounded form.

By adding the bottom
stand, the case will not
roll around when set down
(right). For making the
stand, follow the instruc-
tions on pages 89 and 90.

This case, unlike the one
on page 87, will only carry
Place the padded ball in the case and zip closed. the ball. If nothing else, it
Allow to thoroughly dry before removing con- should be quite a conver-
tents, Leather will shrink down tight and insure sation piece!

a perfect, snug fit for the ball. Dye the carving

design when dry. Add the handles to complete

the case.

NOVELTY LEATHER BALLS

These balls were formed
over a billiard ball; 6%"
circumference. The ex-
act pattern (step 3, page
96) was used to make
them. Cut from 4 oz,
cowhide.

- L GLUE ON
’ S o LEATHER LEGS.
—— PROCEDURE: \ NAPKIN
CHRISTMAS BALL: Cut out the parts. Gouge pattern HOLDER |
ABOUT 2" DIAMETER line B. Carve design. Moisten flesh

For napkin holder, remove
ball by slitting leather (A),
carefully. Remove ball, then
use No. 10 punch at the
bottom. Now make tapering
cuts, (B).

and grain sides fairly well. Follow
steps 2 through 6 (without welts,
and grain sides out). Glue seams
over the billiard ball. Pinch seams
down close to ball with pliers
(photo above). Allow to dry.
Trim seams down to about 3/32". We. 10 PUNCH

o oo, For (e Chrstmal  CHRISTMAS BALL: Mix metallic powders (see
' - page 70, “Figure Carving Finesse’’) with clear
the ball. Attach a wirs loop at top. lacquer. Paint balls to suit. Zoe's silver and gold

e the seam t h i : S
vaIi::te ceman?c back together with were also used. ““Set” colors with an artist's
g fixative spray.

B/LLIARD
BALL

GLUED
seam GLUE LEATHER “LEGS" ON NAPKIN HOLDER — SEE PHOTO 95




MAKING THE PATTERN FOR THE ROUND CASE

The MASTER PATTERN, directly below, has been designed to make a round case for any size ball. It is %th of the
total pattern. Lines (A), (B), and distances between (C) and (D) have all been predetermined. You do not have to
worry about how these were established. . .all you have to do is copy them. . .when making the pattern for the
circumference of your own ball. Line (E) is the only variable. It parallels line (B). . .but can vary in distance from
it. This is explained in step 2 below. Follow the instructions very carefully for making your pattern. Understand
each step before continuing to the next.

|.<—You MUST HAVE 16 EQUAL SQUARES WITHIN THIS MEASUREMENT ;"]
ED | | T =9
P EL Lieh IMASTER PATTERN '
-t -
e T T
,,’ X |- SEE STEP 2 FOR
- EY| ExpanaTion oF CENTER
7 A cSENrER MARK \\ ~No LINE E r LINE A
. EE ST, -
7 GOUGE THIS _J £ |EP 8 Nl L v [
/ LINE IN THE |~ ~-d. CUTTING
/ / LEATHER THE WIDEST PART il EEE T o b LINE E
L OF THE PATTERN HERE
{ MUST EQUAL V8 th THE == 7ATTERN
/ CIRCUMFERENCE OF THE BALL ....IF IT IS NOT.... ﬁ) |
i I | S ADJUST LINE B
¢ CENTER LINE F c
. ( | 7
: B- ]
}'(— THIS 1§ /2 OF THE ACTUAL CIRCUMFERENCE OF THE BALL Y| >'i]
STANCES
) AND D
|.<__._.., 16 EQUAL SQUARES % @ MUST BE EQUAL
- 1’——_
il e A - = A
/,‘/ ""N. J ‘;;'//
7 T
/ il O A, | i o b @
<(B ! [ -
/ !." {/ } | 2
F) / F | |
|-<—' i -—)-{ g
Y2 ACTUAL CIRCUMFERENCE OF THE BALL = et :
= Use dividers to mark in line (E). The distance
E Measure the circumference of the ball. Draw center from line (B) depends upon the size of the ball,

line (F) on a sheet of paper. Measure out % the cir-  thickness of leather, and the type of seam construc-
cumference dimension, and divide this area into 16 equal  tion. For circumference of about 12" to 18", using
squares. Now, from the “master pattern’’, draw in lines  6/7 oz. leather and welted seams, line (E) should be
(A) and (B). You must place these lines (within the no less than %’ out from line (B). For larger cases,
squares) in direct relation to those of the ‘master pattern”’.  heavier leather, and welted seams, the distance should
Be as accurate as possible, be about 3/8".

HEAVY PAPER —~,

CENTER OF LINE E /—CENrER OF LINE B
= AL [
- B [ ®

1= e s =

” Fa \ \D‘- -

X /| NIt

; / CENTER MARK S—t—

THIS /S PLACED BETWEEN

[ CENTERS OF LINES E AND B.
F LT Ry e g

Place a center mark on pattern as shown. This

is an equal distance between the centers of
lines (E) and (B). If you ever need to find the center 4
of a curved line from one point to another, run a
spacing wheel down the line. Count the wheel

,.e_(é)-—

To complete the pattern, draw lines (F) and (A) on
a sheet of paper. With a light-table (or window) transfer

pricks, and divide by two. Above, is the exact size lines (B) and (E). Flop the pattern to complete. Place
pattern for the balls on page 95, using 4 oz. cowhide center marks (c. m_.) in all positions shown above. Cut
and 1/8" margin (E). out the pattern on line (E).
96




6%" wide
14" high

KNITTING BAG

This case is designed for knitting or crocheting.
A large grommet is installed in the lid so the
yarn pulls through, as needed. Line the case with
2-2% oz. garment, or other suitable leather.

This bag features all lace construction, except
for the zipper, which is sewn. This was laced
with 5/32" galaxy (gold) lace. Before cutting
out any of the parts, read all of the pages. Care-
fully follow the instructions. Observe the many
marginal notes to insure successful assembly of
this case.

STRAP END | .2
CUTTER 22 /F AVAILABLE, USE
s THE END CUTTER FOR
7 - SMOOTH, UNIFORM
TAB ENDS

Laced seam
at back.
OVERSIZE...

SEE NOTE
ON PATTERN

See below *

BELOW
- CUT OUT TABS
Kl PUNCH SLITS N\
-~ DRAW IN TABS...ouT =) WITH THONGING N/
FROM HOLE EDGES s CHISEL Bt
- PUNCH No.] HOLE, Ef s
£ ON MARKS, JUST OUTSIDE ;ﬁ;MSTéF; 5g f; v
EDGE OF THE GOUGE 16" SMALL ER w\\(
UGE LINES.
(B - GoUGE BROKEN LINE FRONT geaas & \\
\
I g
~ LAY OUT PATTERN ; SIZE OF STIFFENE gl
ON FLESH SIDE | [ g i i
| - ’ ‘l'r
[}
! LID PATTERN i
~ —ACTUAL SIZE — ' I
\ 6'ox. COWMIDE No.1l PUNCH- FOR LARGE GROMMET !
\ ' ( ABour 3/8") ‘!
\ b SEE ASSEMBLY STEPS L !
ON PAGES 99 AND 100 BACK fE
\
\ \ BEFORE CUTTING OUT/ . HANDLE
\ cut 34" x 20| /...

\

. |
NOTE: cut leather about 1/8” oversize. This
is so end cutter will make a clean cut at
the edges.

AT f
‘?“"n |

e s i

T —cenrer LNE - SEE STEP E, PAGE 100
97

* Carving design from: “Inverted Leather Carving”.




USE HEAVY

Du

TY ZIPPER

ANITTING BAG- Continued [

8" THONGIN G

) \ END SIDE SLITS 3/8" FROM TOP AND BOTTOM s ReEL e
T 5" y | Y8 3
& Y Z/PPER SLOT 16 3/4"LONG i Y
NENT] L_ 3" —4 ' .=
I 34" 34! PUNCH SIDE SLITS
! ) { @) : AS SHOWN. THE 5/32"
I T 1= gl LACE WILL GO /N THE
| | 0 /8" THONGING SLITS.
| |
-:;--4—% > 9" >114 4-5/5”—4'1- Cut the bag to dimensions at left. Carve/
< Iiny 4| stamp design. Cut out zipper slot, cement
| AL WiE . (0% | a zipper in place. Sew on the dee assem-
~ |1 | blies
N LACING =7 '
e Cg:ﬂ;ffe P ::ZERN SLITS. USE |
: oroeING 1| |2] Cut a lining leather, a bit oversize.
| 7/8 oz. COWHIDE SIDES l Cement to flesh side, right over
! {| zipper. Trim off excess lining at all
: | outside edges. Sew in zipper, right
| NOTE : : through lining. See page 29 for trimming
r&——YoU MUST HAVE EQUAL NO. OF SLITS ON BOTH SIDES/ 5, the lining out of the zipper slot.
! |
: Ms;nose BOTTOM SLITS WITH A [
Yo 0. 5 OVERSTITCH WHEEL V" ! : : ;
% [ “ ¥ 5. [@] Punch lacing slits at sides and
{8 T O 6 L O T O A O A O T O T O (N R NN % . .
T bottom, as indicated on the
USE A /8" GUIDE LINE FOR SIDE AND BOTTOM SLITS £ pattern.

SHORT LACE... /42"
'\ LONG., FINISHED
SIDE IN /

4

To make lacing
easier, tie bag to-
gether with tem-
porary laces (left).
Be sure the laces

are in matching S
slits of the oppo-
site side.
b g LOCKS
END
5 |

stitch.

98

?

Now. . .fold short lace down.
This will cover the back seam.

Cut a piece of lace 14’ long; cut one 11 ft.
long. Begin at top, pulling each end of the 11
ft. lace through opposite slits. Center the lace,
Lock the end of the short piece under first

Cross lace
into next slit. Pull
tight!

USE FID
AWL ToO
OPEN THE SLI
FROM
INSIDE
THE CASE

6

Bring lace (B) around to outside of
(A) and through top slit. Bring (A)
around to outside of (B) and through
the opposite top slit. Pull both laces
up tight! Laces always cross to oppo-
site sides. See inside view (far left).

Cross lace (A) over, into
opposite slit, (continued)

I (B) over,



 SHORT

. LACE IS
LOCKED

SECURELY...

COVERING

THE

SEAM

10 2 a8 T 5 oy (e

Bring lace (B) back Pull lace (A) through slit Cross (A) over; pull Continue lacing to midway of
through 2nd slit; pull shown; pull tight! Cross (B)  tight! Both laces are case. Then turn bag over and
tight! into 3rd slit; pull tight! again inside the case. continue lacing to the bottom.

15 Pound stitches with hammer for a smooth

appearance. CAUTION: When turning the
S Run ends of (A) and (B) under  case over to lace up the bottom, be sure
To finish off, run (B) through stitches inside bag. Cut offends.  |aces cross in the same manner as at the start!
last slits, coming out inside bag.  Cut off end of short lace.

MARK
DISTANCE
FROM HOLE
TO END OF

[ MAKING THE LID [ rizsy sime

cuT our.
FROM 52X

)

TetaTea”

e e TR bt e e e
o8 At e e

Cut lid oversize (see pattern). Lay Leather is cut oversize, so the end cutter will

out pattern on flesh side. Punch holes, not be at the very edge. Measure and cut tabs

and cut out as shown. as shown. Install the grommet. Punch the
lacing slits (see pattern).

Before cutting out the lid
leather, place case on pattern;
check for fit. Thicknesses of
leathers vary, and the gouge
line may have to be altered a
bit. Gouge should be right @
outside the edge of the case.

Moisten gouge and tabs,

Since the grommet will not go through
both leathers, punch a %" hole in the stif- fold up as shown. Allow to dry.
fener. Glue to the lid, inside the gouge. (continued)
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@ AKNITTING BAG- Con tinued

LARGE AWL THONGING
CHISEL

BLOCK OF

CENTER OF BACK

-
=
-t

® To punch slits

@ Place lid on top of the bag, check for
fit. The center line of the lid (see pattern) through the tabs and

should fit at the center of the back. Apply the bag, open the zipper.

glue inside tabs and place back on bag, while Use a buckstitching awl (above) or

still tacky. Reach one hand in bottom of bag clamp a wood block to your bench, and use a single prong
to aid in adhering the tabs. lacing chisel as suggested in the illustration.

o) «— LACING, INSIDE

,, BACK SEAM MAKING THE BOTTOM

THICKNESS
OF BAG
LEATHER

PENCIL
MARK

@ Lace through the tabsand
lid with a running stitch Place the bottom of the case on

(above). Tap laces flat. a sheet of paper and draw all
around with a pencil.

Now draw a line (broken above) in-
side pencil line, equal to the thick-
ness of the bag leather.

CUTTING
FOLD LINE

BOTTOM S
LINING AND

STIFFENER
Fold the paper in half. Place on a light table (or window) and equal-
ize the lines, from both sides of the paper, with the pencil, to have a balanced
pattern. Re-check with the bottom of the bag. (4)-Scribe a parallel line 2" outside .
the broken line (from step 2). This is the cutting line. (5)-Cut the bottom from Egvtvh?demﬁengve?:izg o:;
6 0z. cowhide. Gouge on broken line. Form the bottom as instructed on page 27. suggestet.i ‘in the above
sketch.

When cement adheres,
punch slits through bottom
and lace with a running

Glue bottom to the lining Place bottom into the bag; check fit. Reach one
(stiffener). Trim excess hand in the bag to assist. If bottom is in proper
off flush with the edge of | d bove).

ush wi e edge o placement, remove, and place a mark (above) stitch. Burnish the edge. The

the bottom, Apply cement to edges and put back in bag,

- aligning mark and edges. bag is completed.



B%" x 9% x 1% ZIPPER C’ASE FDR BOOKS

Since books are all sizes and thick-
nesses, we cannot give you a specific
pattern as it would fit only one book!
The procedures for making this type
of case are the same for any book size.

We will show you how to lay out the
patterns, and how to arrive at the
zipper lengths, gusset widths, etc., all
from one set of basic instructions.
Carefully follow the steps and observe
all notations.

Alphabet:
Craftaid No. 2708
. ¥ @_ FOLD LINES (E) ¥

£
v

\

THICKNESS

Three measurements for the

book are all that are re-
quired. These must be transferred
to paper, to make the pattern.
Begin at right.

e st

3 "
% (e
L) b 5

&) F
< PANEL >+€ BACK >tt—————— PANEL el

PATTERN book (A). Next, draw in dotted

- af
e tudy the sketch above. The
/ i \ . shaded areas indicate the book
| dimensions. First lay out the thick-
CUTTING ! H @ [LY ness and height of the back of the
|

lines (B) 1/8" from the edges of

I

|

|

&/7 oz, COWHIDE o : J ,

WAS USED FOR :‘\tu | (A). This gives clearance for the
THE CASE SHOWN | 'R leather cover, and will be the fold
ABOVE - lines. Now draw lines (C) 1/8" from
I 3§ ! lines (B). This is the edge of the
: o ! : book width, again needing clearance

uNE- \h)‘

FROM SKETCH

at the fold (dotted line). Complete
the book dimensions with lines (D).
Now, draw lines (E) %" out from

| |
IN STEP 2 I ( (D) completely around your layout.
: I This will be the cutting dimensions
| : of the book cover. The %" addition
is required forthe zipperinstallation.
\( CORNER: 1" RADIUS 34"

E For zipper installation, the corners should be rounded. Zippers will
also function better if the back is cut down, as shown with line (F). You
now have a cutting pattern for the book case. The thickness of your
leather cover (0z. weight) is optional, depending on the size of your book,
type of decoration, etc., you wish to use. (continued)
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Continved EDGE VIEWS
BELOW

~p)
7
THICK-
NESS
oF THICKNESS
BOOK OF LEATHER

\ BACK

|
Zippers are usually sewn to a gus- _>~ {li  POINT OF hal7
ally ) %S ! GOUGE S — 3 | GOUGES FOR
set leather, which in turn is sewn L " (REVIEW PAGE 38) | é GUSSET

to the case covers. To determine

the width of the gusset leathers, we first have to know
the distance between the gouged fold lines of the back
of the case, and how much space is required for the
zipper slot (see page 29). For our instruction, we'll say
the book is 1% thick. Then the fold lines (B, in step 2)
will be 1%" apart.

B

e——— 12" ———> ittt
Sketch above shows case @ Gusset fits inside the
folded on 1%"” gouges.  Case (above). Edges turn up
Note that inside dimen- %’ at each side, for sewing
sions are shortened to  tothecase(3/8" forlacing).

about 1 3/8".

SEWING GUSSET SEWS
j FROM STEP 6 CHANNEL \l i 3 1’;0 Z/PPER
' LIGHT ) | 8
; Z/PPER 3 !
: o £ YN :
e ggz,"éng ] L3 S\ ¥ From steps 4 through 7, we have arrived at
! = = AN . ) the sketch at left. (A) is the section of the gus-
=) *\Gussg—r ! : 1B &=k : set that must be removed to accomodate the
{ FLATTENED OUT ! H =N zipper. For the light zipper, this is about 3/8"
| /] oy Y I kgl = 2
; A BIT LESS E : | f,/ N — ] (see page 29). The remaining distance (B) is
| ———THAN 17/g"—> P ; ; : w! the width to cut the gusset pieces. Here, they
i ' > e .'"@"1 /‘*; 4 measure just a bit over 5/8”. Therefore, you
With information from | ol GOUGES : will cut two gusset strips to this width. We will
step 6, flatten gusset leather 1« 7;9;2; g;vm' > next determine the length required.

and we arrive at the total gus- | I
set width (above).

SEWING
X CHANNELS

ALIGN THE

BURNISH
EDGES

FORM LEATHER
AROUND THE
CORNERS

10 Cut both gusset strips to length (step 9) and prepare for
assembly, as above.

NOTE : .
TO AID THIS OPER-

ATION, CLIP GUS-
SET LEATHER TO
COVER, AS You Go.

Make a zipper 12" shorter than the gusset strips. Cement
the strips to the zipper, and sew. Review page 29, for
installing zippers.

FOLD ENDS
FLAT

FOLD SIDES UP

Cut two gusset strips (usually 4 oz. leather)
a bit longer than you are sure you will need.
Begin, as shown above, and lay the leather
all around the case. Do not allow it to slip! 12

Fit completely around, cut off excess. This

is the length of the gusset leathers. With zipper sewn to gussets, moisten gouged edges and fold up.

Continue folding at the ends, fold flat. Assembly is ready to
install, (continued)
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6oz. BACKING LEATHER

BOOK CASE - Con trnued GRAIN SIDE UP

LINING LEATHER

i ]
' SHOULD BE : ; Rua
L FLUSH AT ~ BURNISH
SKIVED EDGE ' ENDS EDGES
7//’{’?
14 GOUGES . . 15
Add lining to case, if desired. Skive one

Cut out the cover, make
fold gouges, and stamp design. edge to a feather. Cement to case; skived Cement a backing leather as shown

Gouge a sewing channel allaround  edge slightly overlaps gouge. Trim excess (this is temporary). Cut %" nar-
the cover. lining at edges. rower than gouges (1/8" at each

side).
ALIGN EDGES
o]’ DACKING i
(%] LEATHER
L
END VIEW

S YA by Vo SHOWING How
NN ) GUSSET FORMS

N/ Y ) AROUND THE

CASE EDGE

ACTUAL A

CEMENT ENDS AND SIZE BACKING SN/H
SIDE EDGES OF FoLDED | LEATHER H
GUSSET EDGE 2
RN

2\

| _ : FOLDED EDGE
S A —wl— (STEP 12)
MARK ....ON "]

17 BACKING LEATHER (SEE STEP 16)

16 Open zipper. With slide at bottom stop, begin adhering gusset assem-
Apply rubber cement to all the shaded bly as shown. NOTE: The underside of the gusset is up! Make sure
areas of the case and gusset, as indicated the end has good adherance to the backing leather. Gusset must
above. This will be a temporary fitting. twist at first corner, to adhere around case.

Repeat procedure with
the opposite side. If top
stops do not come out
fairly even, peel loose
and adjust one side, or | ,
the other, or both. . . |, .
until they do. This ce- | 78
menting is a temporary |[i_
fitting. e

BONE FOLDER B
70 WORK AR-
OUND CORNERS.

le—SPACE STOPS ABOUT
.y V8" APART

18 Now adhere the gusset completely around the Tap ends for better adhesion, and carefully zip case
case. Twist, at the last corner, with underside of together, to see if the fitting is satisfactory. (continued)
gusset up! Gusset should end about on the mark.
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T z A
St Ny

BACKING

<A LEATHER
21 &

If satisfied with the fitting, carefully open case and
lay flat, Now, make a cut (large arrows) through the
edge of the gusset, along each side of the backing
leather. Cut to the gouge in the gusset fold. Make
these cuts at both ends of case.

Viewed from the outside of the case, you’ll note the
gusset leathers (at cuts in step 21) lay flush with the
backing leather. This reduces folding restrictions at
the gouges.

BURNISH nu./’—w

EW ING

S,

[

Ci IZNNELS

2

CENTER PIECE
40z. 70 6oz. CoNHIDE B

After step 23 the case should look like the above
sketch with gussets all in place. Now cut a center
piece one inch longer than dimension (A) above.
Notch in %" at each end. Cut this piece the width
of the backing leather (B). This piece will glue on
top of the gusset ends, and to the backing leather.

104

CUT OFF
THE FOLD

(B cur
=~ o~ THE
GOUGE

I
(1)
ny

22 BACKING LEATHER)

Now. . .peel gusset ends loose, and pull up enough to
expose the cuts from step 21. Cut the folded edges of
the gussets off, on the gouge line. This reduces the bulk,
at the ends. Re-glue the ends to the backing leather, in
their former position (step 19). Re-cement any other
gusset edges if they have loosened because of excess

handling.

CENTER PIECE

Now glue the center piece in place, as above. The notched
ends should fit next to the slide and the top stops, and
be aligned with the edges of the backing leather.

JMPORTANT /!

SEE STEP 27
FOR “"SPECIAL
NOTE"

REGISTRATION
MARKS

26

If satisfied with all fittings, place pencil marks on edges
of case and gusset, at each side, near the center. These
must be re-aligned later, in step 30. (continued)




SPECIAL NOTE:
PLACE AN IDENTIFICATION
MARK ON BACK OF =

CASE AND BACK I i 3 BACKING .
0F BACKING = S Y ey — LEATHER == 7
LEATHER ¢ = 4 =4 — i

PEEL LOOSE 3

Now. . .carefully peel

the gussets loose around all edges. Also peel off the Zip the gusset closed and sew around the center piece.

backing leather (step 15) which is glued to the center This secures the gusset ends and ties the unit to the

piece and gusset ends as a unit. Place identification backing leather. Apply cement again to all edges of the
the gusset. Apply glue to back of backing

marks (see above) so you will be able to replace the case and
unit to the same position. leather and to inside back of the case.

USE WAXED
PAPERS TO
. PREVENT
N PREMATURE
R ADHES/ON

'''''' PROP UP R o200
BACK OF % =
BE SURE IDENTIFICATION (CASE
MARKS FROM STEP 27 N =T T
ARE OBSERVED. e R
¥— MARKS

(STEP 26)

Set unit in position and adhere to the back of 3 . ) )
the case. Be sure ends are flush at the edges Unzip gusset. Begin adhering at the side marks, then work
(arrow). Pound with hammer to secure. around corners, to the folds of the case. If there is any
slack along the edges, adjustments can usually be made at

the corners.

STITCHING
GROOVER

32

Gouge sewing channels all around the gusset
edges and the ends of the backing piece with the
stitching groover. Sew the case together; burnish

the edges.

~

.
FIT HERE —>

31

Repeat with the opposite side. If satisfied with all fittings,
tap around all edges with a hammer to insure adhesion.

NOTE: Case will have to be open to sew along
the back edge (above).
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27/8" x53/8" x%"

MANICURE CASE

This little case has some features
that can be used on larger cases
of similar style. This is a simple
case, yet requires exacting mea-
surements. Since it is only %"
thick, the zipper tape itself acts
as the gusset; no leather is re-
quired. Carefully follow instruc-
tions; observe notations.

See below *

i b

Now, lay tools outon each side

1 WHERE TO BEGIN? Assemble 2
of line (B) as on sketch below. @)

all tools to be included in the

case. With these tools, we deter-
mined that %" would be enough for
the thickness of the case, Draw two
lines (A) %' apart, on paper. These
represent the fold lines. Next, draw
two lines (B) %" from (A). This is
to keep the tools away from the
folds, representing the inside edge

Draw around them (X). With the
tools in position, draw a line (C)
outside of tools to insure clearance.
Now, draw line (D) above and below
tools, for clearance. This will be the
size and position of the support
pads (step 3). With these lines
established, draw outline (E) to

&

3

Lines (B), (C), and (D) form

the

pattern for the “pad” leather.

This leather will glue under the
tools to firm up the case and help
secure the straps that will hold the
tools in place. Observeall notations.

of the support pads for the tools.
Support pads fit under the interior
leather (step 15).

allow clearance for zipper installa-
tion, This is the cutting pattern for
the interior of the case.

Draw %"

slots in center

5 | posiTioN | @
@ Ig/s @“l OF ZIPPER
-

SLIDE |

[
a’-.’ S e __-_____—l I !----‘ T
5 PATTERN FOR PAD ._, Iy @5 of all of the
’ d 4 0z. COWHIDE ® s il —® tools (shown
le——" - ( SEE STEP [8) | I :: s on pattern at
o ;
:r’© | : S N i| Ieft). These
' b ewpor | i “ will be puncfp-
: : i z,*PP;.:__R : ! gg ed with a %
1! TA '
! | | (sTeP18)| x4 bag punch, for
: o - ot assembly in
; | * | | gk
| i 39 steps 5
® | ‘_)_,./-". I :E!‘ through 12.
! I o = (continued)
| cxTn T e, L 58—
| [ “ |2
of _ ¥ Y
: J I :I CHSE i r‘_ / I
| | |
'(—')'I | 1, g /
M HE - s
| ! I I
ol gt :
[N | e | [ <— INTERIOR
oy o Xoges | [
| < [~ 1 Tro | LEATHER
q @ e @ 1 Y B (] |®f (] ! ?’:\
N (R - - I I |
3 X E 1
. I | |
i~ o y pouldee ; CUTTING
! - Iy Il Egod ! " PATTERN
: ™ 3 = &:Ub\i’. | : : 2/2'2 oz.
RYURTANEE RN | e
\ = ] | OR Simli
I""@ k I :: %g :; : : LEATHER
| : . 1 | |
I I i \/
| (K GE oo ! USE A
Y CF (o llax fir (? J LIGHT
< ORI, FeatyaReneeaacmLanie S f 3 . B G IR SN s AT -~ Z/PPER
3 o W !
N
I

]
il

@ @ ACTUAL SIZE

106 * Carving design from: “‘Inverted Leather Carving’’.




cUT FROM THE
PATTERN ON

MAN/ICURE CASE- Continued

PAGE 106 ~k

ve" BAG P

L NS

L

NEAT RIVETS

SIDE

PENCIL
MARK

€]

Cut out the leather, and carefully

o]
(step
lines in place. Now, carefully fi

(REMEMBER they are now in re
around the outlines, to the leather.

GRAI/N SIDES

E] Run end of

the strip back
through same slot,
to form a loop
(above).

Insert strip ends into inside slots;

DRAW FOLD LINES ONILERTHER

syPPORT PAD PATTERNS
s of the support pads

unch slots and holes. (6)-Now make two paper pattern
de up. Draw the fold

3). Cut out the 1" slots. Turn the leather flesh si
t the paper “pad’’ patterns over the slots

verse, with leather flesh side up) and draw

3/3 "

Vsl
HOLES FOR RIVETS

Cut two strips of leather %"
x 7' from the same leather
as the case interior (step 5).
Punch holes in one end,
taper the other.

-\

10 (nsert proper tool in
loop. Pull strip down tight,
and bring the end up
through next siot.

Repeat

step 10. Pull strip down
tight over the next tool,
and up through next slot.

NOTE: Keep tools centered over the slot!

rivet (above).

Continue : '
looping tools 13 P
in place, then
rivet end underneath. Cut off

excess strip.

on opposite side.

Repeat procedures for securing tools

port pads in place
(see step 6).
as accurate as pos-

'151 Now glue the sup-
FAD

Inside view showing loops and pencil
marks from step 6.

Turn over, re-
move all tools.
Press around
loops and form
leather around
pads with the

Be

sible. The pads

make a smooth sur- bone folder
face, as well as pre- as shown.
vent loops from (continued)
slipping.

PRESS ON TOP OF
PADS TO ADHERE GLUE

107



" CEMENT
TO ALL
SHADED
AREAS ON
CARDBOARD
AND CASE

17

7 CARDBOARD

3

Now, rubber cement the assembly to a smooth
surfaced cardboard. The purpose is to hold the
leather in place while installing the zipper.

SEWING  f 2
—CHANNELS [/

" (SEE THE
PATTERN )

L FLUSH WITH EDGE

20 Glue the center piece
in place. The end covers
the zipper tapes at the
bottom.

2
EThoroughly moisten

both sides of the extended
cover. Allow it to “‘case”
awhile. Apply glue to edge
of zipper tape and to cover.
Begin folding cover in, as
above.

108

SKUFF ALL EDGES
OF CASE WHERE
ZIPPER ADHERES

TWIST

FOLD .
;; MARKS

-0000-

MANICURE CASE- Continued

DO NOT SKUFF
Y5 “7ass EDGE

N TOP STOPS

19 Fold and cemen:
ends of tape down
Stops should be abou
%" from folds,

21

Now carefully remove the case
from the cardboard. Sew the

center piece. Zipper stays ad-
hered to the case.

22| Cut the cover from about
2 oz. leather. Cut it about
%'’ larger than interior assembly.
Make fold gouges %" apart, in
center. Place interior on flesh
side of cover, Align gouges with
fold marks. Draw around the
outside to establish position.
Cement interior to cover. Do
not cement beyond outline
marks. Scribe a line %" out-
side, and trim off the excess.

18]

Mark fold lines on the case with modeler. Measure zipper
length by laying tape around the case (review step 9, page 102).
Here, the tapes end in center of the folds. Glue zipper end at
top and glue around case, as above,

O FOLD GOUGES COVER
// /
v"\r-‘l/-‘- BT R Lo
- Verl7 1T
o, Gz L—-’ NN
: ¥ " - i
|00 | 00a-1) |/
SERIYE RN B o | g, 7B
> R ]'vt"‘f_" el
o I Y w I— STITCHES
N : FROM
2N -: STEP 21
AN |
IR 1SR =
) I iz
O B | ./‘7 T

Now work the corners with bone folder. Hold
side folds with thumb and fingers and place

index finger inside zipper. Push

It will resist at first, but, gradually you can
work wrinkles out and puckers will form on
the edge. Persist with the bone folder until
the leather is smooth at corners.

26

of the stitches. Force the
the zipper with modeler. Trim
edger, as shown. Use care not
stitches.

Moisten the edge of the leather outside

in with folder.

edge away from
off excess with
to cut into the

Crrim 0FF Excess

Allow to dry. Gouge sewing chan-
nels 3/16” from edge on both
sides. ““Wheel” outside with No. 7
overstitch. Sew the case (see “tip”’,
on page 25).




10%" x 13 x 17/8"

[3-R/ING NOTEBOOK CASE

| This zippered case is made for the stand-

! ard 3-ring binder. It is made of 3 pieces;

front, back, and a back piece. It can be

{| made of one piece, but we wanted to

{| show how you can make it with smaller

| pieces, if you did not have one large

enough. Note the decorative edge of the

back piece, incorporating the curved

i edge into the carving design (photo at
right).

.~ We'll show you how you arrive at the
; J case dimensions, governed by the size of
~ the ring binder, beginning with step 1.

BACK OF

See below *

BINDER | -
e ’-<— 10 '4";»{1%? fe—— 10%4"——>
] e
| A |/ | I \
| ‘l |
I CUT FROM ! FOLD
: Voo A es
] COWHIDE : :
: 13~ FOR b
i DURABILITY | |
AND ! :
i ' LONG USE |
IDTH OF BAC : CORNERS :
9 s | | 17 RADIS
z 3 ] ]
To determine width of the _y L SN

From steps 1 and 2 you have the
size of the cover for 8%" x 11"
paper, with a 1 3/8" size ring binder.

back, add %" outside of the

ring size. This will allow for -
lining leather thickness and
take-up in folds.

DT 10 Yy

To determine the size of the cover,
snap a sheet of paper in the rings.
Pull the sheet out to the center of
rings. Measure from back of binder
to page edge; add %" for zipper-
gusset clearance. Add 1” to top and
bottom. The extra %'’ here is needed
for better zipper installation, due to
length of the ring binder.

4| For this case, the two sides were cut
from 7/8 oz. leather. The back was
cut from 6 oz. cowhide, 7%" wide,
with one side scalloped, as shown.
This was pre-planned with the carving
design in mind.

GOUGES
' ' SEWING

HAND SEW CHANNELS o=

s

. BURNISHED |
. EDGES ~—

Gouge the fold lines in the back-piece. Burn- oA it wi s X
ish the edges that will overlap the front and e A efsvisiy g $
back sides. Skive the inside edges of the sides 6 NG - h E x
and cement them to the back-piece right at
the edge of the gouges, as shown above. Tap
with hammer to secure adhesion.

Check measurements, and square, before sewing. Keep stitches
1/8" from edges. (7)-Gouge a sewing channel around the edges.
Moisten gouges, tap folds to shape the cover. (continued)
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NOTE BOOK CASE - Continued

SLIGHTLY
OVERLAF
GOUGE

(8]

leather exactly as
described on page
103, step 14,

BEGIN ADHER-

ING AT THE \
BOTTOM

\

STITCHING FROM STEP &

TOP OF CASE
178 |.
GUSSET :
LEATHER Z/FPER
N -

BOTTOM OF CASE

Add lining @ This case shows a variation in zipper and
gusset installation. Determine the width of the
gusset same as step 8, page 102. Length is measured as in

FOLD TAPE BACK
AND GLUE, THIS

GUSSET END. SEE FAGE 1/7.
GUSSET GOUGE

step 9, page 102, except the gusset cuts off at gouge (above). Cut the zipper length to
install as at upper right. Do not install a bottom stop, yet!

10

Cement a backing leather to the case (step 15,
page 103). Adhere gussets to the case (above).
Where the gussets meet the backing leather, put a
mark on the gussets at the edges of the backing

VY™ mark, FoR

CUTS AT S/DFS OF BACKING LEATHER.

leather.
= e
i ] 1V4-"
- g ¥..
H éé\‘-l
X ?‘ 4 I\
: Nile
3 -.\i.a-l =
o a3
sy |
S | R
) |
m | I
A '| %l h]
| X :
' -~
4 § :
| s |
| |
) :
el G

13| Pull slide for-

ward so base
of slide is about 174"
from edge of cover.
Install the bottom
stop as shown in step
16 on page 116. Pull
the ends of the zip-
per down tight and
glue to the backing
leather, NOTE: The
ring binder instails
closer to the bottom.
This makes for better
working ability of
the zipper at the top.

BOTTOM OF CASE

110

My
= NO BoTTrom

vy
_____

BACKING
LEATHER

CUTS... FROM
STEP 11

CUT OFF

12

Re-cement the gussets to the
case at the cuts. Turn ends
under and install the zipper
slide as shown, with the bot-
tom side up!

Peel the gussets loose
a bit, and cut at the marks
up to the gouge. Then cut
off the remainder of the
gusset ends on the gouges.

14| Now, cut a center piece, as per pattern
on page 106. Glue in place. Follow
steps 26, 27, 28, on pages 104, 105.

CENTER PIECE
é6o0z. COWHIDE

¥ RIVET CAP

POST

i RIVET

-~

CENTER
PIECE ASSEMBLY

15 Punch holes in center assembly and rivet
ring binder in place (step 13). Use rapid rivets,
tubular rivets, split rivets, or chicago screws. If
none are long enough, fasten to the center piece
first, then glue and sew the center piece to the
backing leather!

Complete the case. . .following steps 29 through
32, page 105, Once you understand procedures,
. E‘E most zipper cases are similar in construction.
I/e" d

) €— w71 DNIHILILS ANF




Handle No. 2-A

TOILETRY CASE

This case is lined with clear plastic
(polyethylene), as sometimes used for
storm windows. This prevents inside
moisture from staining through the
leather. This makes it ideal for a shav-
ing or travel case.

The case can be made to any dimen-
sions. If made to a larger size, the
panels and gussets should be reinforced
with stiffeners, or double thickness
leathers. For this case, cut the parts
to the dimensions given.

See below *

HINGE

GOUGE {PREPARE THE Gusssﬂ )
I

BURNISH EDGES S

- ,

-———h—-—n—-——-——-—--l - - v s -
/,< CORNERS * M. “‘—"‘\\ Cut out two panels and

1'/4" RADIUS the gusset. Set the fold
1 gouges in 5/16"" (rather than

PANEL the usual %’") due to heavy

M. -~ MAKE Two - 64’ gusset leathers. Heavier

7/8 oz. 1| leathers take up more at the I =X/
COWHIDE c_;:_’ ; folds. Mark center marks 2 ""/szwmq
| (c. m.) on the panels and FOLD ¢ | GHANNELS N
T ™ the gusset. Study the Ll R
. il | illustrations. '
\ w M J GUSSET
e L 7/8 oz. COWHIDE )
g M 4vs"X 29" (.fﬁe'eouag
____________________________________ P e e e e T et
% ¥
T( { Z/PPER SLOT — 23" LONG —USE HEAVY Z/PPER )
:WNGE GOUGE o HINGE GOUGE /
e— 375! GOUGE FOLDS ;

c.M. 7 Sew zipper in place, through gusset, plastic,
LINING LEATHER and lining. Trim lining and plastic out of
2/2%2 02 zipper slot (see page 29). Trim plastic flush
with sides of the gusset.

Moisten gouges and edges of gusset; fold up.
Allow to dry. You'll note the plastic is
loose, except where it is sewn with the
zipper installation.

Install the han-
dle in the center
of the gusset. Cut
handle 7%" long

for this size case. GUSSET,..
FLESH
S/DE UP

Do NOT GLUE
/N CENTER

(3]

Follow these steps carefully: Cement the zipper to the
gusset. Cut a plastic liner as long as the gusset and about %"’ =

wider. Now, glue plastic to the zipper tape only! Apply glue . .M. g ( SEE STEP 7.
(contact cement) to zipper tape, and while still wet, lay MARK EDGES PAGE 62 )
plastic in place and press into the glue. Plastic does not glue g

well, but will holc} long enough to complete the project. Now, g u?szgl\;n?T:Sto:‘oc:gge;érglll-gg e‘:gei:t::!!n?{:;
glue a (!immc? strip to the plastic, again, only at the zipper the top edge. Pull the plastic away from the
PO el Shoe. adhering edges. (continued)

WAX PAPER

# Carving design from: Craftaid No. 4070. Craftaid Alphabet No. 2700. 111



CENTER
MARK —7

7

Continue adhering around one side, to
the bottom center mark. Mark gusset

for trimming off excess.

E Straighten gusset out
and glue the plastic over the
edges (both sides). It will
only reach to about 1/8"
of the edge. . .which leaves
some leather exposed, pro-
moting better adhesion.

13

Now prepare the
panels for assembly. Ap-
ply glue along edges,
about %" on flesh side.
Lay oversize plastic in
place, press into glue,
allow to dry. Trim plas-
tic off about 1/8"” in
from edges. This exposes
some leather for better
adhesion to the gusset.

112

PLASTIC |-
k¥~ EDGEIN -

TOILETRY CASE — (Continued

Pl e,

10

Fit gusset together and cross-
stitch butt-joint. Stitches also
go through plastic.

BE SURE T0 CUT OFF SQUARE /! l

MARK GUSSET TO
MATCH MARK
ON PANEL

Peel first end back, and adhere opposite
side. Mark on center line. Ends should
make a butt-joint. Remove gusset to trim
the ends.

Glue a 1" strip of
1% oz. leather over
butt-joint  (inside).

Skive both ends.

CAUTION!

Use a square to insure 90
degree cuts, or the case may
not assemble properly! See
the “‘special note” below.

I Fit a1”strip of leath-
er to the outside (above)
and sew through all leath-
ers. This completes the
gusset assembly.

WRINKLES WILL
APPEAR IN
PLASTIC

SPECIAL NOTE:

MAKE
SEWING
CHANNELS TO S

MATCH CHANNELS
IN GUSSET

14

CENTER

MARKS

Apply glue to edges again and

adhere gusset back to panel. Begin
at top and bottom center marks.
Also align marks from step 8. When
properly fitted, tap with hammer.

15

Now glue gusset to the other

panel. Open zipper to aid assembly.

16

Sew the case together. Burnish

the edges. Case is complete.

After step 8, before trimming
gusset, you should adhere
other edge of gusset to the
other panel, and mark the
other edge for the butt-
joint. It may be, that a square
cut for trimming the ends
should not be made, due to
fitting differences of the two
panels.




117 x 14" x 2%" Handle

BRIEF CASE s

This case is constructed very much like the
book case on page 101. However, it has
interior pockets, a double zipper, and
retractable handles. The patterns can be
altered to make any size you wish. . .but
remember, then, the gusset length will
require adjustment.

See below *

—

GUSSET STRIPS
4/5 oz, COWHIDE
CUTr TWOo- 178"x 40"

Cut out the parts. Gouge folds. Place cen-
ter marks on flesh sides (see patterns).
Gouge sewing channels.

" JMPRESS/ON OF —_ .
SHANDLE i
Cour- MY

C LINE SR N

CENTER MARK

4 R DONOT
: \ " TCEmMeNT HERE
Place the handle be-
\ e tween lining and case,
ot = ' in the center, at top.  Fold lining back. With han-
= ALIGNMENT PIARIS Thickness of handle dlein posigion,drawapencil
' should be over the line 1/8" outside it, on the
s . edge of the case. Rub  case. Apply cement to the
I(’repare th?l‘?ECkeSLand Im;rg)g assembhez sound hidle wiih: e sidpel; :;f the lining and
ik Pago ). ,? step U, page 11,, bone folder. This leaves  the case. . .except in the
concerning the allgr:[nent marks impression inside. handle areas (see above).
ahove. Cement about 1" of the lining
to the case (above).

K_ CENTER MARK

Z/PPER SLIDES

/ﬁ CORNER : = \
I 1" RADIUS | |
x| | ; CUTTING
g } | PATTERN 294"
g B | | €/7 oz. TOTAL
o | . I COWHIDE |
y ! —> 1y <
~ 1 ‘ " I ' " |
E < 11 ‘;;-1 2/z—>e 11 —{ 1%

i |
\\ {l |

I

(“T'WO HEAVY ZIPPERS REQUIRED... EACH 19" LONG

CENTER MARK A

* Carving design from: “Pictorial & Figure Carving Finesse”. Alphabet from: “Top 20", 113



N
HANDLE AREA BRIEF CASE o COH f'!'ﬂUEd

S

Now remove wax paper. Place han-
dle back in position, as in step 3.

Place wax paper on case, fold lining back in 'PuI’I paper back to ﬁsin;m:ov\::\ ;ioucr?; tﬁ;e:cilew::é
place. Pull wax paper back a few inches at a handle area, and adhere outwards to the edges and adhere.
time, and adhere the lining to the case. lining to case at this point. (continued on page 115)'

MAKING THE POCKET ASSEMBLY

Cut pockets from firm leather: 1% oz. to 2)% oz. Pigskin, Morocco Goat, etc.

. /=
! TN 2" 7 Rl N Sy '/2 |
> e 7 W || i
. L lfaf e I (|
y |
>f 14} | POCKET No.2 | ¥ N —
i ! A 5 1"1%
'\ L16HTLY GOUGE 7" i PSS E_POCKEI_N" 1| et A0
il FOLD LINES II | 3 Lge 53 z-’*: :
! ?% IiI l: | * : ’I
i POSITION OF BOTTOM 23 ! '. i |
bia EDGE OF POCKET No.1- STEPB ' i R =
: ;
f SR i W s o eyl e T X \ |
ll’é" W - 4" 1'
l y 4 , = -
- 15%4" 4 DOUBLE STITCH TOPS
= AND/OR RIVET AT

GRAIN STRESS POINTS

S/DES

FOLD

POCKET No.2
GRAIN SIDE

.......................

:' - FAIS HST T
Y 'ON L3M20d -

GRAIN
SIDES

Fold No. 1 up,

glue edges to No. 2

Cut out pockets. Moisten and Cement bottom edge of pocket No. 1 to and Sew.
fold, as above. No. 2. . .and sew. tEs ;

LINING... ; .
A= GRAIN _ ' GLUE
TRV SIDE UP /o : 3

) ‘LINING OVERLAPS

\ ' CASE AT ALL
e EDGES, AND AT
X Gauss- 8Y /4"

/ T /?'n e Y ALIGNMENT
. NT STITCHING 3
Lg:;:fs ‘ 'T o FRDM .STEP c \ ® MARKS -~ SEE STEP 1
T BOTTOM -
iﬁﬁﬁ G{JF FLEsH sme Fold pocket assembly up and glue

at sides, flush with the edge of
the lining leather. Unit is ready
for assembly, in step 1, page 113.

Cut lining oversize (above). Lay on

case, as shown, and put alignment

marks on lining and case. This is so

lining can be returned to same position,
as shown in step 1, page 113.

@ Cement bottom edge of
pocket assembly to lining. Sew in
place.
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BRIEF CASE - Continued

G o
. o o DO NOT
_ W eur our # TRIM THIS
g EDGE
o 2 < /
il 4 =
OF CASE SO e o
> ™ TRIM ALL

=
~A/ LINING AT EDG
Remove handle. T OF THE CASE
Cut out, between pre-
Pull handle out a bit and make cuts at vious cuts, %’* from edge of
each side, in lining, to the edge of case. the case.

EDGE OF CASE

Now. . .tap lining all around edge
of case. Trim excess flush with the
case edge, except area shown.

g BACKING LEATHER PREPARE THE
4 B e GUSSET STRIPS
. < DIMENSIONS ON
~ Ko PAGE 113

BHRN!SF',{(_-
EDGES[J_.

10 — L J f ’ A : __,':J

s . SEWING' i

Repeat steps 1 through 9 to complete o : CH”*‘}NE*’-S /

the opposite side. Skuff %" around T ;’/‘/ y

?nuﬂ?e:;ﬁ: of lining, to aid cement: Cement a backing leather in place

gotsg ' (see step 15, page 103). We're ready to ) ol -
s L Fo 1,7

il —’f"’"“;— GOUGES ,.:-r_,f’i i

MAKING THE GUSSET ASSEMBLY

f

DO NOT INSTALL BOTTOM
STOP...YET.”

DO NOT INSTALL BOTTOM o
STOP... YET/ .

@ & FOLD TAPE
= o ”~
Make two zippers 19" long. Place a center mark on edges of gusset, as shown. Cement the s%%%(;gl)?gf-u&,

zippers in place, both slides at the center. Moisten the gouges, and edges, and fold up as SEE PAGE 117.
illustrated above. Allow to dry. IS
___’_.—-—————‘_-——"—.—_—_ . ' r . ae i =
—— e s W w4 b N 3|x4_o
my : : : o= .. LINING LEATHER...fi T8 2% VR,
Cut a lining leather to dimensions at right. R I . ey aca A
Skive all edges to a feather edge, on flesh side. 7 b '

Trim lining
next to stitches
(see page 29 for
details.

Apply cement to all of flesh side of lining, and gusset, except for a %" strip in
the center (zipper area). Stretch taut and tack lining to bench. Adhere gusset
to lining, be sure it is centered. Remove tacks, trim ends. Fold lining up to
adhere to gusset edges. Rub with bone folder to adhere. Sew in the zipper,

through lining.

TURNED UP EDGE OF
GUSSET

@ Draw two ovals (5/16" x 7/16"') center-
ed, for handles. . .right against gusset edge
(right), both sides. Do not cut out ovals, yet!



CONTINUED FROM

STEP 11, PAGE 115 BRIEF CASE - Continued

OVALS FROM STEP E... PAGE 115

. REMEMBER...

N9 BoTTom LINING -SEE STEP S
12 STOPS.. .YET.
| Open zippers, remove slides. This separates
Before assembly, turn gusset to lining side Turn gusset over, gusset strips. Apply cement to edges of case
up and place two alignment marks at the Flatten ends as and gusset, except at extended lining (be-
end of the zipper teeth (above). step 12, page 102. tween handles). Transfer center mark to

the top of the lining (above). Begin with
center marks and adhere gusset to
the case, working both ways from
the center.

BoTrom STOP
i

o Adhere gusset to the case as instructed on pagé 103.
! Repeat the opposite side. The ends of the gussets are
now loose, inside the case, as illustrated. _

METAL
\ RIVETING
SURFACE

MARKS FROM
STEP 12

16 Now put slides back on the zip-

pers. If “marks” do not align,
you'll have to peel some of the gusset
loose and adjust. When aligned, install
bottom stops up from the bottom. Use metal
18 surface to clinch stops.

When satisfied with fitting, - 5/*;
apply glue to ends of gus- 1 e
A"

set and backing piece. Pull
ends down tight and ad-

Now make cuts at sides of backing here. Check positions of
leather and trim off gussets as in  handle holes (ovals in step
steps 21, 22, 23, on page 104. 15) to be sure they are in
proper location, Cut a cen-
ter piece to equal the di- [
mensions (A) and (B), at % i
right. Glue in place. Review o R i
steps 24, 25, on page 104, ENDS: 1 3 o @
Now peel off the back- : , i@ 5%
ing piece and the gussets. } 1 g gh
Zip together and sew the 2R '
. ’ center piece assembly ex- N
Unzip the zipper. Now actly as in steps 27, 28, on » “’g
punch, or cut out, the handle e 105 0
holes. Install the handles by slip- pog :
ping over gusset edge. Push one
side down, insert other end as in 1
(A). Adjust handle as in (B). BE SURE T0 MARK ‘;\';
(continued) ONE END...AS IN e s, A
STEP 27, PAGE 105 A
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BRIEF CASE - Continued

22

LINING... FROM

20 21 STEP S

Glue center piece Move gusset in posi-
assembly to case, as tion shown at right
in step 29, page 105. and insert handle in
Unzip the gussets place, between the
and apply cement lining leather and
again to all the edges the case.

of the gussets and

the case.

CENTER
MARKS

Begin adhering at the center
marks, keep edges aligned.

&

Complete adhering one side

(at right), then turn the case

and repeat all previous steps.

Be sure to check fitting, at

arrows, at the backing piece.

Tap all edges to secure 97 CASE UF,
AS IT MAKES

adhesion. FOR EASIER

PROP BACK

GUSSET INSTALLING.

Glue the exten-
ded lining to the
edge of the case.
Trim flush with
edge. Skuff edge
and apply ce-
ment to it.

—— W

Open case and gouge sewing
channels across the ends of
the backing leather, above.
Channels (A) in gusset, should
already be there from step A,
page 115.

26

Sew all around the case. See step 32
on page 105 for sewing across the
back of the case. Burnish all edges;
case is complete.

To sew by the handles, pull them up The handles can now be
and push them back. You will have pulled up, or pushed down,
to angle the awl for a couple of for storage or underarm use.
stitches to get by the base of the The lining covers the handles
handles. The longer (or shorter) on the inside of the case so
stitches on the gusset side will not be they cannot interfere with
noticed, as the handle will shield any of the contents.

them.

GLUING ENDS OF ZIPFPER
TAPE TO BE EVEN WITH
THE TOP STOFS, FOR THE
DOUBLE ZIPPER ASSEMBLY.

. I
T2 RN

(A) Make a triangular fold and glue
down. (B) Fold once more, and
glue down. Example (A) was used
on the manicure case, step 19,
page 108. Example (B) was used
on this case, note-book case, and
bowling ball case on page 87.
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This little bag is design-
ed to carry about any-
thing you might wish
to carry. A multitude
of pockets and com-
partments abound! The
patterns are given for
specific pocket sizes.
However, once you
understand the pocket
construction and as- g
sembly procedures, you A
can design your own Front view with multiple pockets on the front flap.
to fit special items. The Large pockets on ends; glove strap on top.
Back panel hinges at bottom and folds up to buckle. number and position
Design _is lightly gouged in grain of leather to offer of pockets, etc. is
decorative effect. s i !
limited only by your
imagination!

This case is made of
4/5 oz. chrome tanned
chap leather. It is pli-
able yet with good
body firmness. You
cannot burnish the
edges of chrome tanned
leather. But after edg-
ing, the contrast with
the body color is not
unpleasing. Latigo or
similar leathers of 4/5
oz. weight would also
be_ good to use. If you Pocket flaps open; reveal compartments for eyeglasses,
wished to carve the money, lens filter, etc. End pocket holds camera film.
hinged panel (photo
at upper left), then
substitute carvingleath-
er in place of the

Back panel folds down to reveal comb, mirror, credit chrome tanned, panel
cards, pen and pencil, and note pads and stationery. End B.
pocket holds a pack of cigarettes.

Before cutting out the
pockets, you should
first determine if they
are of suitable size for
your needs. It is sug-
gested you make the
pocket patterns from
heavy paper. Fold
them together and
check your dimensions.
You may wish to alter
the height, width, or
thickness, to accomo-
date your particular Interior shows open pockets at side and ends. Snap-on
items. key ring.

With flap back, zippered and open pockets are exposed. zﬁ:-f‘gy

Two end pockets inside, with snap-on coin purse.

THE HANDLE:
118 Cut handle 1" wide, to any length required.




BEGIN CUTTING 0UT GADGET BAG - Continued MORE PATTERNS

iﬂ

THE PARTS ON PAGE 120
Cut all parts out of the same leather including all pocket flaps, pockets, RING
straps, etc. Observe all notations, measurements and gouging instructions. ASSEMBLY
Broken lines on the patterns indicate gouges for folds or hinges. Pay special 12" RING
attention to assembly instructions.
ol " Iigr
< 14" > 3@‘?“ : A : Li('__y_s RIVET
s < 11" i Yoy 15
K[! 1R GLUE
<+ 1 " TOGETHER
3 E =] || % 2
CUTTING PATTERN , n_;_was !
FOR THE BAG " ! \ RING STRAP
4/5 oz, LEATHER $ : : GOUGE el WTWO
< Q | | ALL % 1 'I:.'!.l
g ) 18 ' ! FoLD
¥ ' N ' LINES %
Y IETRER ® || i fe— 14" FROM o
[ EDGES "
r\?:oz.b ,,: °
! L)‘Nfs |
' ! Mt
Y 1 I I i
*-'-j::- --------------------- 14" }‘_33/41'_,{ \ /4" /,:KFVE
NOTCHES | AV > NOTCHES BOTHENDS
QQ
‘:;_ TOP HINGE
( FLAP E 12" X 102" Z(aouaa
r“‘”’ "@""1 e FT4"  GLOVESTRAP
: :i ----------------------- 1*—-}— ( 2"
Q.ﬁ‘ ' /' « | OoUTSIDE PANEL B 1 X
TR I\ NOTE THE OFFSET il E, - 534"
8 : HERE, AND BELOW | Bxe
|
] | "
z || | e FLAT POCKET C
CNAF | 534" X 104"
4 |
-..4 | |
] 1
< | |
b GOUGE SIDE FOLDS ____—>y
E V4 T V4" FROM EDGES [
= |
' HINGE GOUGE
i . fJ

g FLAT POCKET D
6" X 10Y4"
BOTTOM

]
I
1
1
1]
]
: i
I
I
i
1
1
1
1
i
]
]
|
]
1
I
1
1
1

,&n*

DOUBLE STITCH

e N s ' F POCKET A N b
GOUGE ALL | LAT £
BROKEN LINES\L; 634" X 10" / POCKETS
EDGE
BOTH SIPES .

|
: g
z | :
§ ' !
| ANO¥S ;
: r
| ]
| 1
|
I
: JYE ~ MIISIZ LHOIT : .ggggﬁg\;{a —
z 1
| (oo LG L LG GG R G TG G G ;
QL g eSS S

e
= ol

-~

Gouge sewing channels for all stitching. Edge both sides of
11" < % pocket flaps and open edges of pockets. After sewing, edge
1%" leather around all stitches.

=)

119
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[ ¥ PATTERNS FOR POCKETS & FLAPS GADGET BAG -~ Continued
“4 _H_;'.
Y ‘ sad PEN € PENCIL POCKET J
ey PATTERN ACTUAL SIZE
la——— ¢

E »
| e ”

_L___- - When asserﬁbling pocket J

e Pocket and flap assembly

! : 34& - / (page 122), begin by sewing
| B I (for F). See page 38, Vol. I,

down center (A). Put pen
23%4' X 5" “The Art of Making Leather

and pencil in place, fold
4 . leather over; glue at edges.

Cases” on how to make this

type of flap closure.

Total width should be about

FLAP F 2’', then sew as in (B) below.
AND (ABOVE)
| POCKET F
| POCKET 1
GLASSES \
POCKET G f-( &) !
3Yg"x 534" 4% i
4 e 34"
N il T %
SEWING CHANNELS
CREDIT CARD § 1D \ /%
POCKET H
R comB
| i I '
i NS T
wlo ! I
p, | END | | B{ UTILITY
',1 i POCKET | || 3 POCKET La
— " K I 4 B =t T
ek L T T [
L Two : ' ? 2 13 i ’_?_I':/"BE ! E See full size pattern
o v ‘ g ! o1 below for cutting
m g L & |i ¢ % these corners. J'\
. ’ B
i) Ay L P ,
=reay
' <—TOTAL 4-1'7/3"——)-- Detail below for cutting
the pocket corners. No_te
. BUCKLE STRAP- FULL SIZE the dimensions and special
174 - —r cuts. Pocket assembly
%ij',.;_ A 1 T SKIVE /' FoLD begins on the next page.
T EXPANDABLE Vil @ / )
%- > < POCKET M vl | = ; T T
bt Vi - o —_— ) | \
- SEWING LINE - = ! GOUGES i
%y " 5 ' FOR FOLDS -
9 R B £ \SEwWING Tze\l
TONGUE 1
< ! 81" L s \\ / : I
~ E |
Wt o HINGE GOUSES 2 DISTANCES : |
e T ¥ Y musTt BE | = Y
L 156" X 6Y2" J _ EQUAL
<y V
7 Make buckle as- TS, . 6 i 1

FLAP FOR POCKET M 3"X 33"

Vg sembly as above.
A Glue together. Use ouGES wgan
1" FLAP FOR other types of G e CUEIN ¥
POCKET K flap closuresifyou / B> HERE
wish (other than [ P, ey 70 THE
the buckles) GOUGES
FLAP FOR POCKET L .
FLAP FOR POCKET 1 i §

120




ASSEMBLING THE POCKETS GADGET BAG - Continued

— \\ h| , f/ Vi
TN NOTE HOw
I\ CHANNEL
"R\ TURNS

—
"
E."‘_-'
LAY

A}

N\ AT THE
N\ BoTTOoM

SEWING
S FROM
'»\\"v.'. STEPI

SEWING Y
CHANNELS \&

-~

f—— GOUGES
Y s Turn pocket inside out. Join sides (B) togeth-
% er and sew, just at the edge of the gouges.
Now glue sides (A) together, and sew (above).
Trim off excess (if any) close to the stitches, of

. Makeall .S
Cut out pockets. Make all gouges. Sew buckles ediges (A) and (B). Study the sketches.

in place (see sketches below/right for posi-
tions). Gouge sewing channels on edges. (A)

and (B) are explained in step 2.
0 FOLD OF ] POCKET 1 I

. BUCKLE
ASSEMBLY

—

1 .- .". e R ' - . -~ ; '-._I. ! ™ STEPZ
GoUGES o | ; - 2

Now, moisten all gouges on flesh side.
4

IIWHEEL "
SEWING
CHANNELS

“TIP" CORNERS

51 Assemble pockets |, K, L, in this
manner. Set buckles down from
Tap all fold gouges to form  top edges as indicated above.

the pocket. Allow to dry,

Turn project right side out and tap
sewn edges (A) and (B) to flatten as
much as possible.

HINGE

V2" BAG PUNCH SLOT No.3 PUNCH - RIVET HOLE

- 4
%" [\ . FLAPE ¥ J

SEWING . ; e
CHANNEL — —> 2" = > 2 e

NOTE: On flaps, gouge all FLAP M | [FLar L
o lines as shown on pattern. o PUNCH SLOTS 3/8" FROM EDGE
ouge a sewing channel 1/8"” from — . PUNCH HOLES 5/8" FROM EDGE

hinge edge, on the flesh side, and
“wheel” for sewing. Punch slots and rivet holes in all flaps, as above.

Sew pocket C on top of
pocket D as indicated at
left.

POCKET € OVER-
LAPS AT

| POCKET M | <
SEWING CNANNEL == ]

- FOLDS POCKET C SEWING
CHANNEL
o WDE: POCKET D AT BOTTOM
Bottom edge sews to bag GRAIN
(see page 122 for position) then OUTSIDE PANEL B\g S/DES
folds up, and the sides are sewn. S o S 11
Cement pock-

et assembly to panel N Tdp
B at sides and bottom.

Gouge sewing channels on both
sides, and sew. (continued)

.’Ei%ﬂ' e

@ Sew buckle assemblies to
grain side of the outside panel
B, near the top edge.
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12

shown below. Sew all flaps and the flat |

pock

parts to the grain side. Observe measure-
ments given from fold lines.

Begin assembly of the bag as

ets (except F) in place first. Sew all

FLAP ’_).- :

dV74

L 70 T4 ¥4 13x00d J

SNOILISOd HSIT8Y

|
-1SF 0L SLFH0d |
“ wneAs I¥NSYIW :
G R E
| R

T

(ERER

1y
? ets, as above.
/4

INIT
arod
{ POCKET #_'Lsé F.: ’;L., """
-
POCKET 3
H l SEE PAGE POCSET
120 FOR
""" ASSEMBLY
srers ME

POCKET G

W 13no0d L4

——

GADGET BAG- Continued

BoTTOM EDGE

13 Cement the edges to be sewn, carefully
in position. Continue assembly by add-
ing the pockets (below). The top edges
of the pockets should fit just below the
hinge gouge of the flap, as illustrated at
left.

""""""

[eEnD ASSEMBLY

END
SEWING
HERE

ik

A 1 RIVETS

Sew ring as-
sembly to
top of end.
Install 2 riv-

l s3q1S M3S ‘dh
a0 ' INTH

-1 rJ Sye 0L SM3FS ? &
W L3M204 |

40 Wollof )~

}(—S'a?os——)i

Sew flap to
end. Align
with end
of ring
assembly.

|
l«—5a704 -——)l

e :":,l_-!f;r-e\...'+ iy

e -

e =
B LA ML LA

122

7
% SEW Z/PPER IN PLACE

o
@ Sew pocket on the end
leather, above. (continued)



GADGET BAG - Continued GLUE AT EDGES

STEP 'COPY BELOW
e g e N

LT A

e e e e e i it e i

s e s - =TS —r - = o= =

o
< 7 Y ]
u-. g AT Ao - S b - :
k. smueﬁ"' 07 I
o o GLove L] AW
V7 “sE == |STRAP R =
o YET Sonhl R
4 i ) ¢ .
— e e — s — o
, 5}!6.- SEW GLOVE STRAP
TO TOP, THIS
% FOLD LINES EDGE ONLY /
=
e B T W S S
; POSITION OF FLAP E A
P S o Rl Dy .
Tsne- .
4 DRAW A
i| LINE HERE
¢ H 5/16"FROM
= i| FOLD LINE
T|p~~—  looe=-- SRR
qif14

Do not sew flap E in place, yet!

FLESH SIDE

Sew the glove strap to top panel. Draw 7

L

15

Now cut two welts (single ply leather) 3/8"" wide, from the same
material as the bag. Glue to the edges of the bag, as shown above,
to the widest section at sides, between top of back and front.

STITCHES

FROM

STEPS
A-B-C
PAGE
122

FLESH
SIDE

WELT

' GOUGES
Y—— 0F BAG

16}

: Roll bag and adhere edges
a line on the back panel (on grain side), Apply glue to edges of welt (above). Points (A) and (B)
5/16" down from fold line of the top (above). and end assembly. Adhere bot-  should be even. Keep all out-
tom in place as shown above. side edges aligned.

Repeat gluing

S Roll bag in op- Now sew around both ends.

LIS v posite direction;ad-  UP the other end assembly. Your bag Trim off excess welts (review

S here the other side. should now look as above, inverted, and page 78). Use care not to cut
Points (C) should be even. ready to sew. into the stitching.

POCKET ;. 4
K i

Turn bag right side out. It will resist
turning. Force bottom of ends in,
working with both hands. Persist,
and it will eventually turn. No
wetting is required.

push against seam
inside to expose the
welt to its fullest.

P

24.__,.. .

Trim excess welt. Begin Bag is now ready
with a knife cut to aid the 5 phe lined.
edges in starting the trimming. (continued)
Edger must be sharp!

After turning,
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GADGET BAG - Continve

e 8~ >33 —>te 8" - l "
Liid | = ] 12" 1
| BAG LINING | I Gouge ! A m - = o
25 o i || e gitee) 1F
P £ E
Cut the lining, ends, pockets, from the same leather § IN FROM »E T MAKE : L
as the bag, to dimensions given. Make all gouges and cuts / : EDGE | Two W
indicated. Sew a zipper in one panel. Sew a pocket to the o [ gggf: [ SRl
other (see step 28) if desired. N (B S S/mEs : : 3
. I EOIN : ! -
= ISTEN™™ m | : g : %
T - [Enb pocker] 3| Lol 5 % ! R
EX 1 MAKE | 2= FOLD END ; | GoyGE | :
= BS 1 Two | 23E POCKETS : <%
& Eh | <= %
: E h b AS SHOWN : !
P B ) Gowee 1+ & . {1l . - ' 34" :
-4 3 I |
= I ' \* ! ] % i [ }
= = . i 59 k=¥ H—t
sl o s T T : P O
w:n--- -4 ' i e 3" Y4 NOTCH
il Y /N CORNERS

L—- MAKE CUTS /N ALL CORNERS ....SKIVE AS SHOWN.... SKIVE ~

GRAIN
S/DES

OFPEN POCKET

: STIFFENERS

BorTom Sew Iii the ends. Review Cut stiffeners from 1/8"
1S OPEN 27 Glue ends in lin- 28 step 20. Trim off excess hardboard; glue inside the bag.
ing. Reviewsteps 16, leather next to stitches. Inter-  =nd stiffeners fit within welted
26| Install durable 17, 18, Turn top of  ior is ready to install. ErhS:
dot snap in  ends in, asillustrated R S
ends. Glue pocket in  ahove. 0P EDGE OF T0P GOUGE - -
place. 0 NOT pr.v GLUE LINING - s

TOoP GLOVE

STRAP

TV v marke FrRom

‘STEP 14

30

SEE PAGE 25 —>|

FOR HOLDING FL

ouT OF WAY FOR |

SEW/NG.

M| sew over
CORNERS

AP T

FLESH SIDE OUT

o T, s = - . 5 HINGE

Turn bag to the back side. Glue  Apply glue to
end of glove strap to the “mark”. Glue ~ bottom and ends,
flap E on this mark, align edge asshown, inside bag, and to outside

TO S/DES

Y zprer 70 sEwing A
N\ BACK oF CHANNEL

GOUGE
PULL THE TABS N

T0 MAKE A SNUG -

CORNER )
N FLAP —
L , E T SEW/NG
NE|
GLOVE STRAP 31 27 CHANNEL

Force lining down into the bag
(while glue is wet). Make any
of lining. Push lining into the bag.  adjustments at corners. Get top
edges of lining and bag even,
then cement in between them,
and adhere. The lining (at back)
should be just under the gouge,
as shown. Gouge sewing chan-
nels inside and out (channels
should be gouged prior to assem-
bly if lining is pre-fitted). Glue
corner tabs in good, to be sure
Insert billet straps in  they do not slip!

Sew completaly around the bag. Stitches through flap  slot; rivet. Pull flap

E should come out in channels inside the bag. Lining  down, mark position

in bag makes pocket for the outside zipper. Back of  of tongue hole, &
bag makes pocket for the inside zipper. punch,
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PAGE 66

PAGE 41

LOCATE THE CASES
BY THE PAGE
NUMBERS SHOWN

L asda
PAGE 106

CASE LOCKS and HARDWARE ...32to 35
CEMENTING = izt o s 26

DESIGNING CASES. ....... 36 to 39,46,72
FORMING LEATHER . 27,40,57,62,68, 77
GLUING ;e s snestansions sies wmtara e 4 26
HANDLES (patterns) ......... 21t023,118

HANDLES (howtoround)............. 24
HINGES (leather) ... ......cccaveaaana 26
INSTALLING CASE LOCKS, etc...32to 35
LACING (special application) .. 59,81,92,98
PLIERS (for forming leather) ........... 25

REINFORCING (attachments).......... 25
PAGE 80 ' SEWING TIPS. . ... IR 24,25, 61,117
SKIVINGTIPS ... .......... 23, 26, 27,87
SPECIAL NOTES: Pages featuring tips on sew-

ing, skiving,etc.............

WELTS (making & installing)

PAGE 111

PAGE 101
PAGE 93 PAGE 87 125




The ART of
aking
EATHER. CASES

AL STOHLMAN
The ART'of Noldme ONE
king -

JEATHER. CASES

. AL STOHEMAN

MORE
VOLUMES
TO
COME!

Dear Friends:

Due to the tremendous variety and styles of leather cases, we
could not include them a// in this volume. Therefore, we will have
to produce more volumes, to include as many as possible, in an
effort to give you more instructions and knowledge in the art of
making leather cases. Those we could not include in Volume TWO
will be offered in our NEXT Volume.

Volume ONE was produced to introduce you into some of the
basic procedures of case making. Volume TWO is a continuation
of the subject, with larger cases and more complex construction
techniques, including over twenty methods of making handles.

Volume THREE will venture into more advanced cases, including
guitar cases, garment bags, suitcases, golf bags, gun cases, etc. When

we have completed this series of books, you will have the most

complete encyclopedia of detailed step-by-step instructions on the

“Art of Making Leather Cases” ever published!

Please bear in mind these books take a tremendous amount of
planning, time, and concentration, to produce. Thank you for
your patience.

Al Stohiman

1941-02 PRINTED IN TAIWAN

T

359 50048| 4

8
olll3
ISBN 1-892214-93-8






